# 3 PT. & TRACTOR ACCESSORIES

## Section 4

### Air 4.1
- Air Chucks ........................................... 38
- Blow Guns ........................................... 35
- Hoses ................................................... 35-36
- Hose Fittings ...................................... 37
- Hose Fittings (Couplers) ....................... 39-40
- Tanks ................................................... 34

### Augers 4.2
- Augers ............................................... 18
- Bits ..................................................... 19-20
- Points ............................................... 19-20
- Teeth ............................................... 19-20
- Head Assembly (Replacement) ............. 18

### Battery Tools 4.3
- Battery Cables .................................... 31
- Clamps ............................................... 31
- Crimp Tool .......................................... 32
- Ground Straps ..................................... 31
- Post Cleaner ........................................ 31
- Terminals & Battery Bolts ..................... 31
- Terminal Lifter .................................... 31
- Testers ............................................... 32
- Wire .................................................... 32

### Draw bars 4.4
- Clevis Pin (Swinging Draw bar) ............ 10
- Draw bars .......................................... 7
- Swinging Draw bar ................................ 10

### Fuses 4.6
- ............. 33-34

### Lift Arms 4.8
- Check Chain Clevis, Eye bolt ............... 9
- Leveling Assembly ............................... 9
- Lift Arm (Compact Tractors) ............... 9
- Reducing Bushing ................................ 12
- Weld on Ball Sockets & Special ........... 12
- Weld on Ends ..................................... 9

### Pins 4.9
- Hitch/Hair Pins ................................... 14-15
- Implement Pins .................................... 17
- Linch Pins (Forged) ............................. 15
- PTO Lock Pins .................................... 18

### Quick Hitches 4.10
- Bushing Adapters ............................... 2
- Hitch Accessories ............................... 2
- Quick Hitches ..................................... 2

### Slow Moving Vehicle Emblems 4.11
- ............. 42

### Stabilizer Arms 4.12
- Clevis Pin (Adjustable) ......................... 8
- Pins (Stabilizer) ................................. 18
- Stabilizer Arms .................................. 7
- Stabilizer Assemblies & Links ............. 8
- Stabilizer Kits & Straps ....................... 8
- Side Links (Adjustable) ....................... 8
- Side Links (Non Adjustable) ................ 8

### Tire 4.13
- Core & Valve Stems ............................. 37
- Gauges ............................................... 40-41

### Top Links 4.14
- Assemblies .......................................... 3-4
- Adjustable ......................................... 5
- Cylinder (Hydraulic) ......................... 3
- Pins ............................................... 16
- Reducing Bushing ............................... 13
- Repair Ends ...................................... 5
- Special Top Link Balls ...................... 11
- Thread Lock ....................................... 5
- Top Links ......................................... 3-5
- Weld on Ball Sockets ......................... 11

### Tractor 4.15
- Canopies ......................................... 21
- Clamps (Mufflers) .............................. 26
- Heaters ........................................... 30
- Lights ............................................. 27-29
- Seats ............................................. 22-23
- Shop Manuals .................................... 24-25
- Spinner Knob ..................................... 42
- Switches .......................................... 29
- Umbrella ......................................... 21
- Weather Caps .................................... 26

### Wire Terminals & Connectors 4.16
- Connectors (Butt & Spliced) ............... 34
- Terminals (Spade, Bullet & Disconnect) .. 34
**QUICK HITCHES**

- For fast, easy attachment and release of 3-Point implements.
- Safe - Operator can engage and secure implement from the tractor seat. Reduces chance of strained back, smashed fingers, or other injuries associated with implement hookup.
- Models to fit most Category 1, 2, and 3 tractors.
- Heavy duty steel construction, utilizing heavy steel plate material for lifting claws.
- 3 year warranty against manufacture defects.

**SPECIFICS:**

**QUICK HITCHES**

- For fast, easy attachment and release of 3-Point implements.
- Safe - Operator can engage and secure implement from the tractor seat. Reduces chance of strained back, smashed fingers, or other injuries associated with implement hookup.
- Models to fit most Category 1, 2, and 3 tractors.
- Heavy duty steel construction, utilizing heavy steel plate material for lifting claws.
- 3 year warranty against manufacture defects.

**Quick Hitches, Bushing Adapters, 3-Point Hitch Accessories & Repair Parts**

**Part# 162-1 • HF141101**
Fits most Category 1 tractors. For use with Category 1 equipment. Adjustable top link ball bracket on Category 1 only. Includes 7/8” mounting pins and adapter bushing. 26” width.

**Part# 162-3 • HF141103**
Category 2 Heavy Duty Quick Hitch. Complete with 1-1/8” mounting pins and adapter bushing. 32” width.

**3-PT. & TRACTOR ACCESSORIES**

**DEFINITIONS**

CATEGORY 1, 2, 3, and 4 are used to classify tractors by drawbar horsepower. The table below gives the dimensions and the horsepower rating that are associated with these four categories.

**TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910**

**MODERN**
**AG PRODUCTS, LTD.**

**WEIGHT: 76 lbs. / Maximum Horsepower: 50**

**Bushing Adapters**

**Part# 162-200 • HF141130**
Bushing Adaptor Kit Complete with roll pins & bushing for Cat. 2 Hitch.

**WEIGHT: 160 lbs. / Maximum Horsepower: 150**

**Bushing Adapters**

**Part# 162-206 • HF141144**
Bushing Adaptor Kit Complete with roll pins & bushing for Cat. 1 Hitch.

**SPEEBALLS**: The trademark for ball sockets that are drilled for two different pin diameters.

**3-POINT HITCH ACCESSORIES**

**AND REPAIR PARTS**

- Maximum Drawbar: 20 in. (508MM)
- Drawbar Diameter: 5/8 in. (16MM)
- Pull or Draw Pin Diameter: 5/8 in. (16MM)
- Standard Lift Arm Spacing: 20 in. (508MM)

---

**MODERN AG PRODUCTS, LTD.**

**TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910**

**WWW.MODERNAAGPARTS.COM**

4/2
Hydraulic Top Link Cylinder

The top link cylinder allows for control of top link adjustment from the tractor seat. Fits most cat. II tractors and implements. Ideal for bale movers, blades, post drivers and quick hitches.

- 3” Bore, 10” stroke
- 20-1/2” Closed dimension
- 1-1/8” Hard chrome plated rod
- 1/2” Npt ports • 3000 P.S.I. Operating pressure
- 1” Pin openings on both ends

<table>
<thead>
<tr>
<th>Part No</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>260-188</td>
<td>Toplink Cylinder</td>
<td>$340.41</td>
</tr>
<tr>
<td>260-189</td>
<td>Seal Kit</td>
<td>$67.00</td>
</tr>
</tbody>
</table>

CAT. 1
159-10202
Fits 4000 thru 7000 1971 & up
Replaces D0NN576B

FORGED WITH FOLD AWAY
ADJUSTMENT HANDLE 16-3/4" BODY
3/4” PIN HOLES, 1/4” DIA. THREAD
ADJUST FROM 24-1/2" TO 34-1/2"

CAT. 1 & 2
159-10200
Fits 4000 thru 7000 1971 & up
Replaces E6NN576C

FORGED WITH FOLD AWAY
ADJUSTMENT HANDLE 16-3/4" BODY
3/4” & 1” PIN HOLES, 1/4” DIA. THREAD
ADJUST FROM 24-1/2" TO 34-1/2"

CAT. 2
159-10201
Fits 4000 thru 7000 1971 & up
Replaces D0NN576A

FORGED WITH FOLD AWAY
ADJUSTMENT HANDLE 16-3/4" BODY
1” PIN HOLES, 1/4” DIA. THREAD
ADJUST FROM 24-3/4" TO 34-3/4"
### O.E.M. Top Link Assemblies

**CAT. 1 & 2**

For models: 1030, 1040, 1130, 1140, 1630, 1640, 2030, 2040, 2130, 2140 & 3030

**159-25101**

**FORGED TOP LINK WITH LATCH, PAINTED GREEN**

- 12-1/2” CENTER TUBE, 3/4” & 1” PIN HOLES, 1-1/8” DIA. THREAD ADJUSTS FROM 21-5/8” TO 30”.

**CAT. 2**

**159-25102**

**FORGED TOP LINK WITH LATCH, PAINTED GREEN**

- 12-1/2” CENTER TUBE, 1” PIN HOLES, 1-1/8” DIA. THREAD ADJUSTS FROM 21-5/8” TO 30”.

**CAT. 1**

All Forged Toplinks w/ latch.

**159-15200**

Replaces: 677198 / Center Tube: 21-1/2”

**159-15201**

Replaces: 1870075m1 / Center Tube: 17-1/4”

**159-15202**

Replaces: 677197 / Center Tube: 18-3/4”

**CAT. 1 & 2**

All Forged Toplinks w/ latch.

**159-15203**

Replaces: 894376M1 / Center Tube: 18-3/4”

**159-15205**

Replaces: 894377M1 / Center Tube: 21-1/2”

**CAT. 2**

All Forged Toplinks w/ latch.

**159-15204**

Replaces: 893478M1 / Center Tube: 18-3/4”

**159-15206**

Replaces: 19876A91 / Center Tube: 21-1/2”

---

Model Type: **JOHN DEERE**

Model Type: **MASSEY FERGUSON**
### Category 0

**159-96 • TL-199**  
Forged 7-1/2" body ....... Pin Holes: 5/8" ....... Dia.Thread: 3/4 ....... Adjust from: 11" 16"  

**159-97**  
Forged 9-3/4" body ....... Pin Holes: 5/8" ....... Dia.Thread: 3/4

### Category 1

**159-118**  
Forged 9" body ..........Pin Holes: 3/4" ....... Dia.Thread: 1-1/8"  

**159-119**  
Forged 11" body ..........Pin Holes: 3/4" ....... Dia.Thread: 1-1/8"  

**159-115**  
Forged 12.5" body .......Pin Holes: 3/4" ....... Dia.Thread: 1-1/8" ....... Adjust from 17" to 26-1/2"  

**159-116 (Plated)**  
Forged 16" body ........Pin Holes: 3/4" ....... Dia.Thread: 1-1/8" ....... Adjust from 20-1/2" to 29"  

**159-120 (Red) • 159-121 (Blue)**  
Forged 16" body ........Pin Holes: 3/4" ....... Dia.Thread: 1-1/8" ....... Adjust from 20-1/2" to 29"  

**159-117 • TL-166**  
Forged 20" body ........Pin Holes: 3/4" ....... Dia.Thread: 1-1/8" ....... Adjust from 24-1/2" to 33"

### Category 2

**159-201 • TL-174**  
Forged 16" body ..........Pin Holes: 1" ....... Dia.Thread: 1-1/8" ....... Adjust from 21" to 33"  

**159-202 • TL-337**  
Forged 20" body ..........Pin Holes: 1" ....... Dia.Thread: 1-1/8" ....... Adjust from 25" to 37"  

**159-203**  
Forged 24" body ..........Pin Holes: 1" ....... Dia.Thread: 1-1/8" ....... Adjust from 29" to 41"

---

**Forged Top Link Repair Ends**

**159-1161 (RH) Forged**  
1-1/8" NC Threads , 3/4" Pin holes.  

**159-1160 (LH) Forged**  
1-1/8" NC Threads , 3/4" Pin holes.

**Top Link Thread Lock**

**159-1556 (RH) Forged**  
Top Link Lock 1-1/8" NC right hand threads fits all top links with 1-1/8" NC threads.

**Top Link Weld-On Ends**

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>CAT</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>E</th>
<th>F</th>
</tr>
</thead>
<tbody>
<tr>
<td>159-101</td>
<td>1</td>
<td>2</td>
<td>3/4</td>
<td>1-1/8</td>
<td>1/2</td>
<td>1-3/4</td>
<td>2-1/4</td>
</tr>
<tr>
<td>159-102</td>
<td>2</td>
<td>2-3/8</td>
<td>1</td>
<td>1-1/8</td>
<td>1/2</td>
<td>2</td>
<td>2-5/8</td>
</tr>
</tbody>
</table>
BULLDOG RATCHET JACK

Bulldog strength and durability puts this tough and trusted Ratchet Jack ahead of the rest. Every working part is manufactured using the highest quality assurance standards. Each engineering detail is designed for maximum strength and functionality. Every surface is protected against wear and weather. Put it all together and you’ve got a jack you can depend on for years of trouble-free service.

Ratchet Jacks for:
• Load bearing and lifting
• Three point hitch elevation
• Wheel extension and retraction
• Height adjustment
• Implement leveling

Outperform the Competition:
• 16,000 pounds pull (tension)
• 10,000 pounds push (compression)
• Stainless steel flat ratchet spring tested to 20 times the competition's life
• 3/8” U brackets tested to the endurance limit specified by a major OEM. Exceeds competition life by a factor of six.
• 20” retracted, 28” extended

Ratchet Jack
• Painted outer tube (black)
• 3/8” thick yellow zinc plated U brackets
• Stainless steel flat spring
• 2-1” diameter pins with clips included
• 2 zerk fittings
• Yellow zinc dichromate plated 12” handle and cotter pin included
• Reinforced steel assembly housing with user friendly pawl
• 1-1/8” - 5 yellow zinc dichromate plated Acme screws
• 2-1” diameter pins with clips included

CAPACITY (LBS) | TRAVEL | REMARKS
--- | --- | ---
16,000 Pull | 8 Inches | "U" Bracket Style Ratchet Jack. 12” Handle. Includes Pins & Clips: 20” retracted, 28” extended
10,000 Push

NEW!
159-1542-01 ........ Heavy Duty Ratchet Jack

ECONOMY RATCHET JACK

Replaces most standard hydraulic cylinders adjusts from 20” closed to 28” open. Safety design prevents ends from being accidentally threaded out of body. 1 1/4” NC threads. 1” Clevis pins, clips and handle included painted yellow

PART NO.
159-1541
SL1541G

Pin
DESCRIPTION
1” Pin for 159-1541 Ratchet Jack

Pin Clip
DESCRIPTION
Pin Clip For 150-7712 Pin

PART NO.
150-7910

PART NO.
159-1542

4/6

TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910
WWW.MODERNAGPARTS.COM
### DRAWBARS

One piece 3-point hitch cross drawbars to fit Category 1 through 2 tractors.

#### 159-411 (Red) 159-412 (Blue) - Standard 11 hole
Fits all tractors with 20" lift arm spacing & 7/8" ball sockets. Made of 1" x 2 -1/2" high carbon steel; 26" long; 7/8" end pins; 3/4" hitch pin holes. Painted red (159-411) or blue (159-412). Wght: 17 lbs.

#### 159-419- Heat Treated 7 hole (Black)
Fits all tractors with 20" lift arm spacing and 7/8" ball sockets. Made of 1"x 2-1/2" heat treated high carbon steel; 20" long; 7/8" end pins; 3/4" hitch pin holes. Wght: 14 lbs. (Fits Kubota, Satoh, Yammar, Mitsubishi, and imported models for Ford, MF, Deere and IH).

#### Cat.1

#### 159-421 - Heat Treated 11 hole (Blue)
Fits all tractors with 26" lift arm spacing & 1-1/8" ball sockets. Made of 1-1/4" x 3" heat treated high carbon steel; 26" long; 1-1/8" end pins; 3/4" hitch pin holes. Wght: 27 lbs.

#### 159-422 - Heat Treated 13 hole (Green)
Fits all tractors with 32" lift arm spacing & 1-1/8" ball sockets. Made of 1-1/4" x 3" heat treated high carbon steel; 32" long; 1-1/8" end pins; 3/4" hitch pin holes. Wght: 33 lbs.

### STABILIZER ARMS

#### 159-621 (Red)
Universal stabilizer arm-right or left
Fits 159-611 kit. Made of 3/8" x 2" heat treated high carbon steel; 7/8" pin holes on 31-1/16" centers. Painted red or blue. **Weight: 6 lbs.**

#### 159-623 (Blue)
Stabilizer arm-right or left
Made of 3/8" x 2" heat treated high carbon steel; 7/8" Pin holes on 33-1/8" centers. Painted red. **Weight: 7 lbs.**

#### 159-622
Stabilizer arm-right or left
Made of 3/8" x 2" heat treated high carbon steel; 7/8" Pin holes on 33-1/8" centers. Painted red. **Weight: 7 lbs.**

#### 159-626
Stabilizer arm-right or left
Fits Massey Ferguson 65 with short lift arms. Made of 3/8" x 2" heat treated high carbon steel; 7/8" pin holes on 30 centers. Painted red. **Weight: 7 lbs.**

#### 159-627
Stabilizer arm-right or left
Fits Massey-Ferguson 65, 165, 175, & 180 standard clearance. Made of 3/8" x 2" heat treated high carbon steel; 7/8" pin holes on 34 centers. Painted red. **Weight: 7 1/2 lbs.**

#### 159-6251
Stabilizer arm-left hand

#### 159-6252
Stabilizer arm-right hand

#### 159-628
Category 1 Heavy Duty Adjustable (Rh Or Lh)
One piece forged ends-no welds to break adjust from 27-1/2" to 35". 7/8" Pin holes, 7/8" threads
Compact Tractor Stabilizer Assemblies & Links

For most compact tractors 15 hp to 40 hp

159-350
Check Chain Stabilizer Assembly Round
Length: 13” / Nut & Lock Washer included

159-425
Check Chain Stabilizer Assembly Square
Length: 24” / Nut & Lock Washer included

159-630
Check Chain Stabilizer Assembly
Min 14-19/32” 371mm - Max 17- 1/2” 444mm.

Adjustable Side Links

159-90 ... Cat 0 .... 7-1/2" Center Tube
159-750 ...... Cat 1 ... 7-1/2" Center Tube
159-950 ...... Cat 1 ... 9-1/2" Center Tube
159-0115 .... Cat 1 .... 11-1/2" Center Tube

L. H. SIDE LINKS - CAT I (Non-Adjustable)

159-1150

159-1150 .... Left Hand Side Link 11.5”.
159-155 ...... Left Hand Side Link 15.5”

STABILIZER KITS

159-611 • SK-611
Stabilizer kit for Category 1 implements with 7/8” draw pins
Replaces ferguson 677022. Fits Ferguson all models; Ford 9n, 2n, 8n, NAA, 600, 800; Massey Ferguson 35 & 50. Has heat treated 3/8” x 1-3/4” high carbon steel arms. Contains; 2-159-821 arms, 2-159-831 brackets, 2-150-6 pins, 2-154-1533 lynch pins. Painted red. Weight: 18 lbs.

159-511 • DS-511
Upper stay strap, replaces:Ford-9N5374B & MF-181985M1. Fits Ferguson, all models; Ford 2N, 9N, 8N, NAA, 600, 700, 800, 900; Oliver 550 and all Oliver 3-point conversion; Massey Ferguson 35 & 50. Made of 1/4” x 1-1/2” heat treated high carbon steel. Painted red. Weight: 2 1/2 lbs.

159-512 • DS-512
Lower stay strap, replaces: Ford-9N5375B & MF-181986M1. Fits Ferguson all models; Ford 2N, 9N, 8N, NAA, 600, 700, 800, 900; Oliver 550 and all Oliver 3-point conversion; Massey Ferguson 35 & 50. Made of 1/4” x 1-1/2” heat treated high carbon steel. Painted red. Weight: 2 lbs.
**Lift Arms**

**159-331 • LA-335**  
**Category 1 Right Or Left Hand Lift Arm**  
Fits Ferguson all models; Ford 2N, 9N, 8N, NAA; Massey Ferguson 35 & 50; Oliver 550 and all Oliver 3-point conversion: John Deere 1010. 1/2" x 2-1/2" alloy steel; 7/8" pin holes on both ends; 31-3/4" ball centers; 34-1/4" overall length. **Painted red. Weight: 11 lbs.**

**Lift Arms for Compact Tractors**  
All are Category 1, 2-1/2" wide and 5/8" thick

<table>
<thead>
<tr>
<th>Part #</th>
<th>A</th>
<th>B</th>
<th>C</th>
<th>D</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>159-322</td>
<td>22&quot;</td>
<td>6-1/4&quot;</td>
<td>No Hole</td>
<td>No Hole</td>
<td>$91.28</td>
</tr>
<tr>
<td>159-324</td>
<td>24&quot;</td>
<td>9-1/4</td>
<td>1/2&quot;</td>
<td>13-3/4&quot;</td>
<td>$99.21</td>
</tr>
<tr>
<td>159-326</td>
<td>26&quot;</td>
<td>12&quot;</td>
<td>13&quot;</td>
<td>14-3/4&quot;</td>
<td>$102.82</td>
</tr>
<tr>
<td>159-328</td>
<td>28&quot;</td>
<td>13&quot;</td>
<td>16&quot;</td>
<td></td>
<td>$106.27</td>
</tr>
<tr>
<td>159-330</td>
<td>30&quot;</td>
<td>6&quot;</td>
<td>11-3/4&quot;</td>
<td>15-1/2&quot;</td>
<td>$117.23</td>
</tr>
<tr>
<td>159-332</td>
<td>32&quot;</td>
<td>13-3/4&quot;</td>
<td></td>
<td></td>
<td>$122.66</td>
</tr>
</tbody>
</table>

**Lift Arm Weld on Ends**

**Lift Arm Leveling Assembly**  
Replaces: Ford NCA577A. Permits wide range of tilt adjustments on implements. 7/8" NF threads; 19 1/4" overall closed length. **Painted red. 5/8" Pin holes. Weight: 8 lbs.**

**Check Chain Clevis**

**PART NO. 159-1642**  
Used to fasten check chain to tractor.  
Replaces: FORD - APN582A  
Massey Ferguson - 180333M1

**Check Chain Clevis W/ Chain**

**PART NO. 159-1644**  
Replaces: Ford - CBPN598A  
Massey Ferguson

**Check Chain Clevis Eye Bolt**

**PART NO. 159-1641**  
Used to fasten check chain to lift arms.  
Replaces Ford - NCB660A  
Assembled with 9/16" NF Nut
Swinging Drawbar Kits & Parts

Swinging Drawbar Kits
Fits Ford 8N, 2N, 9N, NAA, 630, 631, 640, 641, 650, 651, 660, 661; Ferguson T020,T030; Massey Ferguson 35 & 50.

Kit contains:
(1) 159-921 Drawbar
(1) 159-931 Hinge Clevis
(1) 159-932 Drawbar Hanger

Painted Red with a weight of 33lbs.

Swinging Drawbar
Fits all tractor models listed under 159-911. Made of 1" x 2" heat treated high carbon steel, 30" Overall length. Painted red. **Weight 15 lbs.**

(Ford CONN805F)

Swinging Drawbar Clevis Assembly
Fits all tractor models listed under 159-11. Complete with dichromate plated pins. Painted red. Ford NCA803B. **Weight 7 lb.**

Drawbar Hanger
Fits all tractor models listed under 159-911. Used with 159-921 drawbar. All welded construction. Ford NCA809A. **Weight 11 lb.**

Swinging Drawbar Clevis Pin
Fits 159-911 & 159-931 assemblies. 7/8" Dia, cold rolled steel, 3 1/2" overall length. Dichromate plated. **Weight 1/2 lb.**
**Top Link Weld On Ball Sockets, Special Top Link Balls**

**TOPLINK WELD ON BALL Sockets**

159-213 | **Standard Duty Category 1-1 7/8” O.D. Sleeve**
---|---
Fits all category 1 top links. 1-7/8” O.D. Sleeve, 3/4” sleeve Width, 3/4” pin hole, 1-5/8” thru bore. Non plated. **Weight 60 lbs./C**

159-212 | **Heavy Duty Category 1-2 1/8” O.D. Sleeve**
---|---
Fits all category 1 top links. 2-1/8” O.D. Sleeve, 7/8” sleeve Width, 3/4” pin hole, 1-5/8” thru bore. Plated. **Weight 70 lbs./C**

**CAT. 1**

159-236 | **Standard Duty Category 1 & 2 speeball**
---|---
Fits all category 1 or 2 top links. 2-3/8” O.D. Sleeve, 7/8” Sleeve width, 3/4” and 1” pin holes, 1-1/2” thru 3/4” Bore, 1-1/4” thru 1” bore. Plated. **Weight 75 lbs/C**

**CAT. 1 & 2**

159-214 | **Standard Duty Category 2-2 3/8” O.D. Sleeve**
---|---
Fits all category 2 top links. 2-3/8” O.D. Sleeve width, 1” Pin hole, 1-3/4” thru bore. Plated. **Weight 90 lbs./C**

**CAT. 2**

159-2229 | **Heavy Duty Category 3**
---|---
Fits all category 3 top links 3 1/8” O.D. Sleeve; 1-1/4” sleeve Width; 1-1/4: pin hole; 1-3/4” thru bore. Non plated. **Weight 188 lbs./C**

**CAT. 3**

**SPECIAL TOP LINK BALLS**

159-241 | **John Deere & Oliver top link implement ball**
---|---
Category 1
Replaces: John Deere F2680; Oliver 105968A
Description: 3/4” pin hole, 1-3/4” thru bore, 2” diameter Dichromate plated. **Weight 95 lbs./C**

B213 | B212 | B236 | B214 | B2229 | B241 | 3054

159-242 | **John Deere & Oliver top link implement ball**
---|---
Category 2
Replaces: John Deere F2681; Oliver 104585A
Description: 1” pin hole, 1-3/4” thru bore, 2" diameter Dichromate plated. **Weight 80 lbs./C**

B242 | 3055

MODERN AG PRODUCTS, LTD. 4/11

TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910
WWW.MODERNAGPARTS.COM
### Lift Arm Weld On Ball Sockets, Special Lift Arm Ball Sockets

<table>
<thead>
<tr>
<th>Cat.</th>
<th>Description</th>
<th>Code</th>
<th>Price</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>CAT. 1</td>
<td><strong>Standard duty category 1-</strong> for tractors 30 H.P. or less, 2 3/8&quot; O.D. Sleeve</td>
<td>159-221</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Fits all category 1 lift arms. 2 3/8&quot; O.D. Sleeve, 7/8&quot; sleeve width, 7/8&quot; Pin hole, 1 3/4&quot; thru bore. Non plated.</td>
<td></td>
<td></td>
<td>Weight 90 lbs./C</td>
</tr>
<tr>
<td>CAT. 1 &amp; 2</td>
<td><strong>Heavy duty cat.1 &amp; 2 Speeball-</strong> for tractors of 50 H.P. or less</td>
<td>159-232</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Fits all category 1 or 2 lift arms. 2 3/4&quot; O.D. Sleeve, 1 3/16&quot; sleeve width, 7/8&quot; &amp; 1 1/8&quot; Pin holes, 1 3/4&quot; thru bore. Plated.</td>
<td></td>
<td></td>
<td>Weight 150 lbs./C</td>
</tr>
<tr>
<td>CAT. 1</td>
<td><strong>Extra heavy Cat.1 &amp; 2 Speeball-</strong> for tractors of 50 H.P. or more</td>
<td>159-234</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Fits all category 1 or 2 lift arms. 3 1/8&quot; O.D. Sleeve, 1 3/8&quot; sleeve width, And 7/8&quot; &amp; 1 1/8&quot; pin holes, 1 3/4&quot; thru bore. Plated.</td>
<td></td>
<td></td>
<td>Weight 205 lbs./C</td>
</tr>
<tr>
<td>CAT. 2</td>
<td><strong>Standard Duty Category 2-</strong> for tractors 30 H.P. or less, 2 3/8&quot; O.D. sleeve</td>
<td>159-222</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Fits all category 2 lift arms, 2 3/8&quot; O.D. Sleeve, 7/8&quot; sleeve width, 1 1/8&quot; Pin hole, 1 5/16&quot; thru bore. Non plated.</td>
<td></td>
<td></td>
<td>Weight 75 lbs./C</td>
</tr>
<tr>
<td></td>
<td><strong>Extra heavy duty category 2-3 1/8&quot; O.D. Sleeve</strong></td>
<td>159-2216</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Fits all category 2 lift arms. 3 1/8&quot; O.D. Sleeve, 1 3/8&quot; sleeve width, 1 1/8&quot; Pin hole, 1 3/4&quot; thru bore. Plated.</td>
<td></td>
<td></td>
<td>Weight 200 lbs./C</td>
</tr>
</tbody>
</table>

### Special Lift Arm Ball Sockets

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price</th>
<th>Weight</th>
</tr>
</thead>
<tbody>
<tr>
<td>159-243</td>
<td><strong>Ford lift arm replacement ball-Category 1</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Fits ford 3000, 4000, &amp; 5000. Has 7/8&quot; pin hole, 1 3/8&quot; thru bore, 2 1/4&quot; Diameter. Dichromate plated.</td>
<td></td>
<td>Weight 110 lbs./C</td>
</tr>
<tr>
<td></td>
<td>(Ford DDN 995533)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>159-249</td>
<td><strong>Massey Ferguson lift arm replacement ball-Category 1</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Replaces: MF - 886428m1. Fits MF35, MF240, MF250; ind 20D &amp; 20E.</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Has 7/8&quot; pin hole.</td>
<td></td>
<td>Weight 101 lbs./C</td>
</tr>
<tr>
<td></td>
<td><strong>Ford lift arm replacement ball-Category 2</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Fits ford 3000, 4000, &amp; 5000. Has 1 1/8&quot; pin hole, 1 3/4&quot; thru bore, 2 1/4&quot; Diameter. Dichromate plated.</td>
<td></td>
<td>Weight 105 lbs./C</td>
</tr>
<tr>
<td></td>
<td>(Ford c5nn557a)</td>
<td></td>
<td></td>
</tr>
<tr>
<td>159-247</td>
<td><strong>Ford lift arm replacement ball Category 2 (narrow)</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Replaces: ford c5nn557b. Fits 3000, 4000, &amp; 5000. Has 1 1/8&quot; pin hole, 1 3/8&quot; Thru bore, 2 1/4 diameter.</td>
<td></td>
<td>Weight 70 lbs./C</td>
</tr>
<tr>
<td></td>
<td><strong>Oliver lift arm replacement ball-Category 2</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Replaces: Oliver 104519a. Fits all models with claw type lift arms. Has 1 1/8&quot; pin hole, 1 3/4&quot; thru bore, 2&quot; diameter. Dichromate plated.</td>
<td></td>
<td>Weight 70 lbs./C</td>
</tr>
<tr>
<td></td>
<td><strong>Massey Ferguson lift arm replacement ball-Category 2</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td><strong>Oliver lift arm replacement ball-Category 2</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Replaces: Oliver 104519a. Fits all models with claw type lift arms. Has 1 1/8&quot; pin hole, 1 3/4&quot; thru bore, 2&quot; diameter. Dichromate plated.</td>
<td></td>
<td>Weight 70 lbs./C</td>
</tr>
<tr>
<td></td>
<td><strong>Massey Ferguson lift arm replacement ball-Category 2</strong></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

**Retainer clip for 159-249 & 159-250. Replaces: MF - 1860936M1.**
# BUSHINGS

Top Link & Lift Arm Reducing

All bushing are plated

## Top Link Reducing Bushings

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Category</th>
<th>Overall Length</th>
<th>Interchange No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>159-829</td>
<td>1 to 0</td>
<td>5/8&quot; I.D. X 3/4&quot; O.D. X 1-5/8&quot;</td>
<td>B829</td>
</tr>
<tr>
<td>159-831</td>
<td>2 to 1</td>
<td>3/4&quot; I.D. X 1&quot; O.D. X 2&quot;</td>
<td>B831</td>
</tr>
<tr>
<td>159-833</td>
<td>3 to 2</td>
<td>1&quot; I.D. X 1-1/4&quot; O.D. X 2&quot;</td>
<td>B833</td>
</tr>
</tbody>
</table>

## Lift Arm Reducing Bushings

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Category</th>
<th>Overall Length</th>
<th>Interchange No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>159-828</td>
<td>1 to 0</td>
<td>5/8&quot; I.D. X 7/8&quot; O.D. X 1-3/8&quot;</td>
<td>B828</td>
</tr>
<tr>
<td>159-821</td>
<td>2 to 1</td>
<td>7/8&quot; I.D. X 1-1/8&quot; O.D. X 1-3/4&quot;</td>
<td>B821</td>
</tr>
<tr>
<td>159-832</td>
<td>3 to 2</td>
<td>1-1/8&quot; I.D. X 1-7/16&quot; O.D. X 1-3/4&quot;</td>
<td>B833</td>
</tr>
<tr>
<td>159-2164</td>
<td>3 to 2 Long</td>
<td>1-1/8&quot; I.D. X 1-7/16&quot; O.D. X 2-3/4&quot;</td>
<td>2164, B8319</td>
</tr>
<tr>
<td>159-824</td>
<td>3 to 2 X-Long</td>
<td>1-1/8&quot; I.D. X 1-7/16&quot; O.D. X 3-1/4&quot;</td>
<td>2166, B8320</td>
</tr>
<tr>
<td>159-95900</td>
<td>3 to 2 X-Long</td>
<td>1-1/8&quot; I.D. X 1-7/16&quot; O.D. X 4-1/4&quot;</td>
<td></td>
</tr>
<tr>
<td>159-1846</td>
<td>3 to 2 w/Hole</td>
<td>1-1/8&quot; I.D. X 1-7/16&quot; O.D. X 2-1/2&quot;</td>
<td>3010, B8312</td>
</tr>
</tbody>
</table>

---

**MODERN AG PRODUCTS, LTD.**

TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910
WWW.MODERNAGPARTS.COM

4/13
HAIR / HITCH PIN CLIPS

154-3 (203P)
154-4 (211P)
154-5 (210P)
154-6 (206P)
154-7 (219P)
154-201
154-204 (204P)
154-208 (208P)
154-209 (209P)
154-212 (212P)
154-214 (214P)
154-216 (216P)
154-217 (217P)
154-218 (218P)
HAIR / HITCH PIN CLIPS

PART #  MFG.#  HP#  Wire Dia.  Overall Length  For Shaft Dia.
154-3     203P    HP6     3/32"     1-5/8"     1/4" - 1/2"
154-4     211P    HP5     1/8"      2-9/16"    7/16" - 3/4"
154-5     210P    HP4     5/32"     2-15/16"    5/8" - 1"
154-6     206P    11/64"   3-1/4"     5/8" - 1"
*154-7    219P    HP2     1/4"      4-3/8"     7/8" - 1-1/4"
**154-201 201P   9/64"    5/8" X 1"
**154-204 204P   11/64"   5/8" X 1"
154-208   208P    HP3     3/16"     3-3/4"     1 - 1/4"
154-209   209P    5/32"    3-5/16"    1 - 1/8"
**154-212 212P   11/64"   3-7/16"    7/8" X 1"
154-214   214P    HP8     3/32"     2-1/2"    3/4"
154-216   216P    1/8"     1-15/16"    3/4"
154-217   217P    5/64"     1-9/16"    1/2"
154-218   218P    1/16"    1-9/16"    1/2"

*PACKAGED 50 PER BOX**FOR RECTANGULAR SHAFT
Top Link Pins, Heavy Duty Draw Pins, International Top Link Pins, John Deere Ball Socket Pin, Lift Pin for Planter

**CAT. 0**

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>TYPE</th>
<th>DESCRIPTION</th>
<th>MFG#</th>
</tr>
</thead>
</table>

**CAT. 1**

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>TYPE</th>
<th>DESCRIPTION</th>
<th>MFG#</th>
</tr>
</thead>
<tbody>
<tr>
<td>150-4</td>
<td></td>
<td>3/4&quot; DIA. X 2-3/4&quot; USABLE REPLACES: FORD - 957E560, MF - 19546M1, CASE / IH - B500184</td>
<td>946</td>
</tr>
<tr>
<td>150-12</td>
<td></td>
<td>3/4&quot; DIA. X 3-7/8&quot; USABLE REPLACES: MF - 195589M1, AC - 339942, CASE / IH - B500185</td>
<td>1002</td>
</tr>
<tr>
<td>150-1464</td>
<td></td>
<td>3/4&quot; DIA. X 4-3/4&quot; USABLE REPLACES: FORD - E381T9, CASE / IH - B500186</td>
<td>1464</td>
</tr>
</tbody>
</table>

**CAT. 2**

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>TYPE</th>
<th>DESCRIPTION</th>
<th>MFG#</th>
</tr>
</thead>
<tbody>
<tr>
<td>150-1674</td>
<td></td>
<td>1&quot; DIA. X 4 9/16 USABLE REPLACES: FORD - C5NN486A</td>
<td>185-8730</td>
</tr>
<tr>
<td>150-1892</td>
<td></td>
<td>1&quot; DIA. X 5-3/8&quot; USABLE REPLACES: FORD - E2016F9, AC - 345552</td>
<td>1892</td>
</tr>
</tbody>
</table>

**CAT. 3**

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>TYPE</th>
<th>DESCRIPTION</th>
<th>MFG#</th>
</tr>
</thead>
<tbody>
<tr>
<td>150-7771</td>
<td></td>
<td>1-1/4&quot; DIA. X 4 -1/16&quot; USABLE REPLACES: MF - 3670731X1, IH - 3922111, CASE - A76285, AC240251, CASE / IH - B500189</td>
<td>P7711</td>
</tr>
</tbody>
</table>

**HEAVY DUTY DRAW PINS**

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>TYPE</th>
<th>DESCRIPTION</th>
<th>MFG#</th>
</tr>
</thead>
<tbody>
<tr>
<td>150-3032</td>
<td>CAT. 2</td>
<td>1-1/8&quot; DIA. X 4-3/4&quot; USABLE</td>
<td>3032</td>
</tr>
<tr>
<td>150-3132</td>
<td>CAT. 2</td>
<td>1-1/8&quot; DIA. X 7-1/2&quot; USABLE</td>
<td>3132</td>
</tr>
<tr>
<td>150-7239</td>
<td>CAT. 2</td>
<td>1-1/8&quot; DIA. X 9&quot; USABLE</td>
<td>3132</td>
</tr>
</tbody>
</table>

**INTERNATIONAL TOPLINK PINS**

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>TYPE</th>
<th>DESCRIPTION</th>
<th>MFG#</th>
</tr>
</thead>
<tbody>
<tr>
<td>150-110</td>
<td>CAT 2</td>
<td>1&quot; X 4&quot; (1-5/16&quot; SHOULDER); REPLACES: 528084R1, 3074756R1, B500182</td>
<td></td>
</tr>
<tr>
<td>150-111</td>
<td>CAT 1</td>
<td>3/4&quot; X 3&quot; (1-3/4&quot; SHOULDER); REPLACES: 528081R1, B500181</td>
<td></td>
</tr>
</tbody>
</table>

**BALL SOCKET PIN**

John Deere/ CAT 2
1" X 3-3/4" REPLACES F268-3R-81302
(For use with 159-242 ball sockets)

150-1010

**LIFT PIN FOR PLANTER**

MAXI-MERGE LIFT PIN CAT II-III 7000-7100 REPLACES OEM# A17383

110-1171
### Implement Pins

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Description</th>
<th>Thread Dia.</th>
<th>Usable Length</th>
<th>Overall Length</th>
<th>Interchange No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>150-7220</td>
<td>CATEGORY 0 ADJUSTABLE</td>
<td>5/8&quot;</td>
<td>1-5/16&quot;</td>
<td>3-7/8&quot;</td>
<td>P7220</td>
</tr>
<tr>
<td>150-5</td>
<td>CATEGORY 1 ADJUSTABLE</td>
<td>7/8&quot;</td>
<td>1-5/16&quot;</td>
<td>5-5/16&quot;</td>
<td>P7222</td>
</tr>
<tr>
<td>150-10</td>
<td>CATEGORY 1 FORGED</td>
<td>7/8&quot;</td>
<td>1-3/4&quot;</td>
<td>5 1/2&quot;</td>
<td>P728</td>
</tr>
<tr>
<td>150-1341</td>
<td>CATEGORY 1 LONG ADJUSTABLE</td>
<td>7/8&quot;</td>
<td>2-1/4&quot;</td>
<td>6-1/4&quot;</td>
<td>3000</td>
</tr>
<tr>
<td>150-1677</td>
<td>CATEGORY 1 FORGED LONG</td>
<td>7/8&quot;</td>
<td>2-1/4&quot;</td>
<td>6-1/2&quot;</td>
<td>P7245</td>
</tr>
<tr>
<td>150-724</td>
<td>CATEGORY 1 TO 2 ADJUSTABLE</td>
<td>1-1/8&quot;</td>
<td>1-3/4&quot;</td>
<td>5-3/16&quot;</td>
<td>1132A</td>
</tr>
<tr>
<td>150-7</td>
<td>CATEGORY 1 TO 2 FORGED</td>
<td>1-1/8&quot;</td>
<td>1-3/4&quot;</td>
<td>5-1/4&quot;</td>
<td>1432A</td>
</tr>
<tr>
<td>150-1678</td>
<td>CATEGORY 1 TO 2 FORGED LONG</td>
<td>1-1/8&quot;</td>
<td>2-1/4&quot;</td>
<td>6-5/16&quot;</td>
<td>P7246</td>
</tr>
<tr>
<td>150-1887</td>
<td>CATEGORY 1 &amp; 2 FORGED</td>
<td>7/8&quot; &amp; 1-1/8&quot;</td>
<td>1&quot;</td>
<td>7-1/2&quot;</td>
<td>P7249</td>
</tr>
<tr>
<td>150-721</td>
<td>CATEGORY 2 ADJUSTABLE</td>
<td>1-1/8&quot;</td>
<td>1-3/4&quot;</td>
<td>6-1/4&quot;</td>
<td>P721</td>
</tr>
<tr>
<td>150-720</td>
<td>CATEGORY 2 FORGED</td>
<td>1-1/8&quot;</td>
<td>1-3/4&quot;</td>
<td>6-1/4&quot;</td>
<td>P7212</td>
</tr>
<tr>
<td>150-730</td>
<td>CATEGORY 2 TO 1 FORGED</td>
<td>7/8&quot;</td>
<td>1-3/4&quot;</td>
<td>5-3/4&quot;</td>
<td>3022 3032A</td>
</tr>
<tr>
<td>150-7211</td>
<td>CATEGORY 2 TO 3 ADJUSTABLE</td>
<td>1-7/16&quot;</td>
<td>2&quot;</td>
<td></td>
<td>P7211</td>
</tr>
</tbody>
</table>

**Prices:**

- 150-13: REPLACES KUBOTA NO. 32240-37695
  - 3/4"  16MM-1.5  1-5/8"  4-5/16

- 150-11: REPLACES KUBOTA NO. 67950-77420
  - 3/4"  12MM-1.25  1-11/16"  3-9/16
### Stabilizer Pins, PTO Lock Pins, Augers

#### Stabilizer Pins

<table>
<thead>
<tr>
<th>Part#</th>
<th>Pin Dia.</th>
<th>Usable Length</th>
<th>Thread Dia.</th>
<th>Overall Length</th>
<th>Interchange No.</th>
</tr>
</thead>
<tbody>
<tr>
<td>150-6</td>
<td>7/8&quot;</td>
<td>3/8&quot;</td>
<td>5/8&quot;</td>
<td>2-5/8&quot;</td>
<td>P781 1006 3189</td>
</tr>
<tr>
<td>150-163</td>
<td>7/8&quot;</td>
<td>1/2&quot;</td>
<td>5/8&quot;</td>
<td>2-3/4&quot;</td>
<td>168 1006-3</td>
</tr>
<tr>
<td>150-14</td>
<td>7/8&quot;</td>
<td>1 1/4&quot;</td>
<td>5/8&quot;</td>
<td>3-1/8&quot;</td>
<td>107 P785 3125</td>
</tr>
<tr>
<td>150-165</td>
<td>7/8&quot;</td>
<td>3-1/8&quot;</td>
<td>5/8&quot;</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

#### PTO Lock Pins

**Square Handle**

<table>
<thead>
<tr>
<th>Part#</th>
<th>Pin Dia.</th>
<th>Usable</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>156-516</td>
<td>5/16&quot;</td>
<td>2-1/4&quot;</td>
<td>$0.84</td>
</tr>
<tr>
<td>156-517</td>
<td>5/16&quot;</td>
<td>1/4&quot;</td>
<td>$0.80</td>
</tr>
<tr>
<td>156-518</td>
<td>5/16&quot;</td>
<td>5/16&quot;</td>
<td>$1.11</td>
</tr>
<tr>
<td>156-519</td>
<td>5/16&quot;</td>
<td>3/8&quot;</td>
<td></td>
</tr>
</tbody>
</table>

**Round Handle**

<table>
<thead>
<tr>
<th>Part#</th>
<th>Pin Dia.</th>
<th>Usable</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>2-3-4</td>
<td>5/16&quot;</td>
<td>1/4&quot;</td>
<td>$12.01</td>
</tr>
<tr>
<td>5-6</td>
<td>5/16&quot;</td>
<td>5/16&quot;</td>
<td>$12.01</td>
</tr>
</tbody>
</table>

### Augers

#### Replacement Parts for Modern Standard Augers

**Complete Replacement Head and Assembly**

- **Replacement Parts for Modern Standard Augers**
- **Interchangeable with all 5-Star and Southeast Augers**

### Modern Ag Products, Ltd.

TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910
WWW.MODERNAGPARTS.COM

4/18
WE'RE BREAKING NEW GROUND

FARM AUGERS

PART NO. SIZE
507-3116P .......... 6" .......... $241.50
507-3119P .......... 9" .......... $273.00
507-3112P .......... 12" .......... $308.70

Has safety hub, 2 flute pilot bit, flying runs 2/3 up shaft.

PTO AGGRESSOR AUGERS

PART NO. SIZE
507-3165P ....... 9" .............. $294.00
507-3168P ....... 12" ............ $346.50
507-3175P ....... 15" ............ $700.18
507-3176P ....... 18" ............ $729.12

Has safety hub, triple flute tri-flow pilot bit, flying runs all the way up the shaft, double flying runs up the first 1/3 of the shaft.

PTO Aggressor Auger for Danuser
Auger fits 2-9/16" output shaft

PART NO. SIZE
507-135534 .......... 6" x 46"
507-135535 .......... 9" x 46"
507-135536 .......... 12" x 48"

AUGERS FIT 2" OUTPUT SHAFT

ROCK AUGERS

PART NO. SIZE
507-3179P .......... 9" .......... $455.60
507-3180P .......... 12" .... $493.40

AUGERS FIT 2" OUTPUT SHAFT

REPLACEMENT PARTS FOR PTO AGGRESSOR ROCK AUGERS

ITEM PART NO. DESCRIPTION
2..........507-6120 ......9" & 12" TRI-FLOW PILOT BIT CARBIDE
3..........507-6102 ......9" & 12" 40/50 TOOTH CARBIDE

SAME AS THE PTO AGGRESSOR BUT HAS A CARBIDE TRI-FLOW PILOT BIT AND CARBIDE TEETH

REPLACEMENT PARTS FOR FARM & PTO AGGRESSOR AUGERS

ITEM PART NO. DESCRIPTION
1...........507-6115 ....... Farm Auger Pilot Bit
1A........507-6118 ...... PTO Aggressor Tri Flow Pilot Bit
1B........507-6116 ...... Farm Auger Pilot Bit Hard Face
1C........507-6117 ...... Farm Auger Pilot Bit Carbide
2..........507-6100 ...... 40/50 Auger Tooth
2..........507-6101 ...... 134802 40/50 Auger Tooth HF
3..........412-6769 ...... Carriage Bolt
4..........412-0062 ....... Lock Nut

AUGERS FIT 2" OUTPUT SHAFT

REPLACEMENT PARTS FOR FARM & PTO AGGRESSOR AUGERS
**DANUSER**

**Post Hole Digger Cutting Edges**

These post hole digger auger edges feature serrated edges, and are replacements for Danuser post hole diggers. Complete set with bolts and nuts.

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>REPLACES DANUSER #</th>
<th>SIZE</th>
</tr>
</thead>
<tbody>
<tr>
<td>164-1211</td>
<td>7785</td>
<td>9&quot;</td>
</tr>
<tr>
<td>164-1213</td>
<td>7791</td>
<td>12&quot;</td>
</tr>
</tbody>
</table>

**Post Hole Digger Points**

*Replacements For:* Danuser, Ford, Worksaver, Speeco and other units using 1 1/4"-7 Male Threads.

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>REPLACES DANUSER #</th>
<th>TYPE</th>
</tr>
</thead>
<tbody>
<tr>
<td>164-1201</td>
<td>831</td>
<td>Screw</td>
</tr>
<tr>
<td>164-1202</td>
<td>899</td>
<td>Fish Tail</td>
</tr>
</tbody>
</table>

**SPEECO**

*FOR SPEECO, MODEL #65 POST HOLE DIGGER W/ 9" AUGER.*

**WORKSAVER**

**REDCLAW**

Replaces: Modern, Howse Shaver & other units using bolt on points.

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>SIZE</th>
<th>PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>164-1401</td>
<td>[A = 3&quot;, B = 2&quot;, 3/8&quot; Thick]</td>
<td>$6.34</td>
</tr>
</tbody>
</table>

**HOWSE**

Uses 7/16" Carriage Bolt.

<table>
<thead>
<tr>
<th>PART #</th>
<th>SIZE</th>
<th>PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>164-1410</td>
<td>[A = 2-1/2&quot;, B = 2-1/8&quot;, 1/4&quot; Thick]</td>
<td>$37.73</td>
</tr>
<tr>
<td>164-1411</td>
<td>[A = 2-1/2&quot;, B = 3&quot;, 1/4&quot; Thick]</td>
<td>$37.23</td>
</tr>
</tbody>
</table>

**MODERN AG PRODUCTS, LTD.**

TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910

www.modernagparts.com

4/20
NEW! Hammerblow - Snowco Rollover Mounted Tractor Umbrella
“Stay safe in the shade - mounts in a minute”

This umbrella mounts direct to the rollover bar without drilling, using four 3/8" bolts and a sturdy frame. Fits all ROPS bars from 2" X 2" to 3" X 3". Attaches easily - opens, closes and adjusts easily with one hand operation. 10 oz. canvas duck covers available in yellow or white.

Complete ROPS Units

<table>
<thead>
<tr>
<th>MAP No.</th>
<th>Mfg.No</th>
<th>Description</th>
</tr>
</thead>
<tbody>
<tr>
<td>757-500</td>
<td>405969</td>
<td>Umbrella, Bracket, &amp; Yellow Cover</td>
</tr>
<tr>
<td>757-501</td>
<td>405968</td>
<td>Umbrella, Bracket, &amp; White Cover</td>
</tr>
</tbody>
</table>

SNOWCO 3-BOW CANOPIES, FRAMES & COVERS

756-302042170 . . 48” FRAME/YELLOW CANVAS COVER/MTG. BRACKET
756-2001 . . . . . . STANDARD BUGGY TOP FRAME, 3 BOW/40” (LESS COVER & BRKT)
756-2003 . . . . . . STANDARD BUGGY TOP FRAME 3 BOW/48” (LESS COVER & BRKT)
756-405677 . . . . 48” FRAME W/YELLOW COVER LESS BRACKET
756-2050 . . . . . . FENDER MOUNTING BRACKET
756-2061 . . . . . . CANVAS COVER ONLY - 40” - YELLOW
756-2063 . . . . . . CANVAS COVER ONLY - 40” - WHITE
756-2060 . . . . . . CANVAS COVER ONLY - 40” - RED
756-2062 . . . . . . CANVAS COVER ONLY - 40” - BLUE.
756-2081 . . . . . . CANVAS COVER ONLY - 48” - YELLOW.
756-2083 . . . . . . CANVAS COVER ONLY - 48” - WHITE
756-2080 . . . . . . CANVAS COVER ONLY - 48” - RED.
756-2082 . . . . . . CANVAS COVER ONLY - 48” - BLUE.
For Case, Deutz, Fiat, Ford, International Harvester
John Deere & Massey Ferguson

* Full suspension system (shock absorber & springs). Single knob adjustment.
* Super comfort cushioned individual seat bottom & seat covered in durable, good looking leather-like heavy gauge vinyl.
* Available in black, yellow, and blue to match many oem ag. & industrial applications.

**FITS FORD:** 2000, 3000, 4000, 5000, 7000, (1965 To 1975) 2600, 3600, 3900, 4100, 4600, 5600, 6600, 7600, (1975 To 1981) 2810, 2910, 3610, 3910, 4110, 4610, 5610, 5910, 6610, 7610, (1981 To-) Can Replace D6NN400P, D9NN400DB12B

**FITS JOHN DEERE:** 820, 830, 1020, 1530, 2020, 2040, 2150, 2155, 2240, 2350, 2355, 2440, 2555, 2550, 2640, 2750, 2755, 2840, 2940, 2955


---

**Economy Seats**

- 751-820 ..... Blue
- 751-821 ..... Yellow
- 751-822 ..... Black
- 751-825 ..... Bk Trapezoid Back

**John Deere 3 PC cushion seat**
- Steel back construction
- HD yellow vinyl cover on high density foam
- Specific model application
- Display hardware kit sold separately

PART NO. 751-550

**Deluxe Ultra High Back Steel Pan Seat**
- Waterproof
- Drain hole
- Accepts Armrests
- Accepts operator presence switches
- Accepts 940 & 941 Brackets

PART NO. 751-560

**Universal Fold Down Seat**
- Slides • Arm rests
- Fold Down Back Cushion

**Bolt Patterns**
(width x depth)
- 9” x slotted slides
- 10.25” x slotted slides
- 13” x slotted slides

PART NO. 751-355BK
TISCO P/N TS1100

**Ultra high back seat**
- Integral polyurethane construction
- Vinyl Covered
- Waterproof
- Drain hole

PART NO. 751-140Y
available in yellow only

**Bolt Patterns**
(width x depth)
- 9” x slotted slides
- 10.25” x slotted slides
- 13” x slotted slides
- 15” x slotted slides

PART NO. 751-140Y
available in yellow only

---

**Quality cushions for all standard bucket-type tractor and implement seats.**
PART NO. 751-250
TISCO TS1010

Compact tractor seat with flip type brackets
- Integral Polyurethane/steel frame construction
- Waterproof
- Drain hole
- Includes mounting hardware

PART #751-450BK
Contoured high back seat
- Universal bolt pattern
- Safety switch cavity
- Slides
- Accepts armrests
- Accepts suspensions

PART #751-440BK
Universal high back seat with Curdura Fabric
- Water resistant Curdura Fabric
- Lumbar support • Adjustable slides
- Document pouch • Adjustable armrests
- Adjustable upper backrest
- Fold forward and reclining backrest

PART #751-360BK
High back seat with integrated suspension
- Fully suspended seat
- Integrated suspension for low profile
- Seamless black vinyl
- Safety switch cavity
- Slides

Bolt Patterns
(width x depth)
11.25” x 7.25”

Compact tractor seat with flip type brackets
- Integral Polyurethane/steel frame construction
- Waterproof
- Drain hole
- Includes mounting hardware

PART #751-440BK
Universal high back seat with Curdura Fabric
- Water resistant Curdura Fabric
- Lumbar support • Adjustable slides
- Document pouch • Adjustable armrests
- Adjustable upper backrest
- Fold forward and reclining backrest

PART #751-360BK
High back seat with integrated suspension
- Fully suspended seat
- Integrated suspension for low profile
- Seamless black vinyl
- Safety switch cavity
- Slides

Bolt Patterns
(width x depth)
11.25” x 7.25”

Compact tractor seat with flip type brackets
- Integral Polyurethane/steel frame construction
- Waterproof
- Drain hole
- Includes mounting hardware

PART #751-450BK
Contoured high back seat
- Universal bolt pattern
- Safety switch cavity
- Slides
- Accepts armrests
- Accepts suspensions

PART #751-440BK
Universal high back seat with Curdura Fabric
- Water resistant Curdura Fabric
- Lumbar support • Adjustable slides
- Document pouch • Adjustable armrests
- Adjustable upper backrest
- Fold forward and reclining backrest

PART #751-360BK
High back seat with integrated suspension
- Fully suspended seat
- Integrated suspension for low profile
- Seamless black vinyl
- Safety switch cavity
- Slides

Bolt Patterns
(width x depth)
11.25” x 7.25”

Compact tractor seat with flip type brackets
- Integral Polyurethane/steel frame construction
- Waterproof
- Drain hole
- Includes mounting hardware

PART #751-450BK
Contoured high back seat
- Universal bolt pattern
- Safety switch cavity
- Slides
- Accepts armrests
- Accepts suspensions

PART #751-440BK
Universal high back seat with Curdura Fabric
- Water resistant Curdura Fabric
- Lumbar support • Adjustable slides
- Document pouch • Adjustable armrests
- Adjustable upper backrest
- Fold forward and reclining backrest

PART #751-360BK
High back seat with integrated suspension
- Fully suspended seat
- Integrated suspension for low profile
- Seamless black vinyl
- Safety switch cavity
- Slides

Bolt Patterns
(width x depth)
11.25” x 7.25”

Compact tractor seat with flip type brackets
- Integral Polyurethane/steel frame construction
- Waterproof
- Drain hole
- Includes mounting hardware

PART #751-450BK
Contoured high back seat
- Universal bolt pattern
- Safety switch cavity
- Slides
- Accepts armrests
- Accepts suspensions

PART #751-440BK
Universal high back seat with Curdura Fabric
- Water resistant Curdura Fabric
- Lumbar support • Adjustable slides
- Document pouch • Adjustable armrests
- Adjustable upper backrest
- Fold forward and reclining backrest

PART #751-360BK
High back seat with integrated suspension
- Fully suspended seat
- Integrated suspension for low profile
- Seamless black vinyl
- Safety switch cavity
- Slides

Bolt Patterns
(width x depth)
11.25” x 7.25”
Case International

MAP No. 848-1242 • G42
MODELS: 235, 245, 255, 265, 275

MAP NO. 848-1404 • FO-4
SERIES 2N, 8N, 9N

MAP NO. 848-1419 • FO-19
MODEL NAA, Including the Golden Jubilee

MAP NO. 848-1420 • FO-20
SERIES 501, 600, 601, 700, 701, 800, 801, 900, 901, 1801, 2000 (4 CYL.), 4000 (4 CYL.)

MAP NO. 848-1431 • FO-31
SERIES: 2000 (3-CYL), 3000 (3-CYL), 4000 (3-CYL), Covers models prior to 1975

MAP NO. 848-1441 • FO-41
MODELS: 2310, 2600, 3600, 4100 (After 1974), 4110, 4600, 4610, (Prior to 1984), 4600SU, 2610, 3610, 4610SU (Prior to 1984)

MAP NO. 848-1442 • FO-42
SERIES: 5000, 5600, 5610, 6600, 6610, 6700, 6710, 7000, 7600, 7610, 7700, 7710

MAP NO. 848-1444 • FO-44
SERIES: 1100, 1110, 1200, 1210, 1300, 1310, 1500, 1510, 1700, 1710, 1900, 1910, 2110

MAP No. 848-1447 • FO-47
MODELS: 3230, 3430, 3930, 4630, 4830

MAP NO. 848-1460 • FO-201
MODELS: Fordson Dexta, Fordson Super Dexta, 2000 Super Dexta, New Performance Super Dexta
MODELS: Fordson Major Diesel (FMD), Fordson Power Major (FPM), Fordson Super Major (FSM), New Performance Fordson Super Major (NEW FSM), 5000 Super Major
SERIES: 6000, Commander 6000
SERIES: 1000, 1600
SERIES: 8000, 8600, 8700, 9000, 9600, 9700, TW-10, TW-20, TW-30
<table>
<thead>
<tr>
<th>Model</th>
<th>Serial Numbers</th>
</tr>
</thead>
</table>
| **John Deere Collection** | **MAP NO. 848-1362 • JD-202.**  
SERIES: 2040  
SERIES: 2510, 2520  
SERIES: 2240, 2440, 2630, 2640  
SERIES: 2640  
SERIES: 4040, 4240, 4440, 4640, 4840 |
| **International Harvester** | **MAP NO. 848-1508 • IH-8**  
SUPER & NON-SUPER  
SERIES: A, B, C, MTA, H, M, MD, CUB (Prior to 1957), MTAD,  
4, 6, D6, W6TA, W6TAD, 9, D9 |
| **MAP NO. 848-1550 • IH-50**  
MODELS: Intl Cub 154 Lo-Boy, Intl Cub 184 Lo-Boy, Intl Cub  
185 Lo-Boy, Farmall Cub, Intl Cub, Intl Cub Lo-Boy |
| **MAP NO. 848-1561 • IH-201**  
INTERNATIONAL HARVESTER COLLECTION  
SERIES: 100, 130, 140, 200, 230, 240, 404, 2404, 330, 340, 504,  
2504, B-275, B-414, 354, 364, 384, 424, 444, 2424, 2444 |
| **MAP NO. 848-1560 • IH-202**  
SERIES: 544, 656, 666, 686, Hydro 70, Hydro 86, Hydro 100,  
186, 1466, 1468, 1486, 1566, 1568, 1586, 684, 784, 884,  
Hydro 84 |
| **MAP NO. 848-1562 • IH-203**  
SERIES: 766, 826, 966, 1026, 1066, 454, 464, 484, 574, 584,  
674, 786, 886, 986, 1086 |
| **Massey Ferguson** | **MAP NO. 848-1602 • FE-2**  
MODELS: TE20, TO20, TO30 |
| **MAP NO. 848-1614 • MF-14**  
MODELS: TO35, TO35 DIESEL, F40, MH50, MWF202, MF35,  
MF35 DIESEL, MF50, MF202, MF204 |
| **MAP NO. 848-1627 • MF-27**  
MODELS: MF135, MF150, MF165 |
| **MAP NO. 848-1642 • MF-42**  
MODELS: MF230, MF235, MF240, MF245, MF250 |
| **MAP NO. 848-1635 • MF-43**  
MODELS: MF255, MF265, MF270, MF275, MF290 |
| **MAP NO. 848-1661 • MF-201**  
MODELS: MF65, MF85, MF88, MF Super 90, MF Super 90WR,  
MF1100, MF1130, MF1150, MF1105, MF1135, MF1155, MF1080,  
MF1085 |
| **MAP NO. 848-1660 • MF-202**  
MODELS: MF175, MF180, MF2675, MF2705,  
MF205, MF210, MF220, MF2745, MF2775, MF2805 |
FULLY AUTOMATIC PROTECTION FOR ALL VERTICAL EXHAUST STACKS

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>MIN</th>
<th>MAX</th>
<th>O.D.</th>
<th>O.D.</th>
</tr>
</thead>
<tbody>
<tr>
<td>367-0</td>
<td>1&quot;</td>
<td>1-3/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-1</td>
<td>1-1/4&quot;</td>
<td>1-7/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-2</td>
<td>1-1/2&quot;</td>
<td>1-11/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-3</td>
<td>1-3/4&quot;</td>
<td>1-15/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-4</td>
<td>2&quot;</td>
<td>2-3/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-5</td>
<td>2-1/4&quot;</td>
<td>2-7/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-6</td>
<td>2-1/2&quot;</td>
<td>2-11/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-7</td>
<td>2-3/4&quot;</td>
<td>2-15/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-8</td>
<td>3&quot;</td>
<td>3-3/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-9</td>
<td>3-1/4&quot;</td>
<td>3-7/16&quot;</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>MIN</th>
<th>MAX</th>
<th>O.D.</th>
<th>O.D.</th>
</tr>
</thead>
<tbody>
<tr>
<td>367-10</td>
<td>3-1/2&quot;</td>
<td>3-11/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-11</td>
<td>3-3/4&quot;</td>
<td>3-15/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-12</td>
<td>4&quot;</td>
<td>4-3/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-13</td>
<td>4-1/4&quot;</td>
<td>4-7/16&quot;</td>
<td></td>
<td></td>
</tr>
<tr>
<td>367-14</td>
<td>4-1/2&quot;</td>
<td>4-11/16&quot;</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

WEATHERCAPS

MUFFLER CLAMPS

<table>
<thead>
<tr>
<th>Part#</th>
<th>Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>654-1044</td>
<td>1-1/8&quot;</td>
</tr>
<tr>
<td>654-1046</td>
<td>1-1/4&quot;</td>
</tr>
<tr>
<td>654-1048</td>
<td>1-1/2&quot;</td>
</tr>
<tr>
<td>654-1050</td>
<td>1-5/8&quot;</td>
</tr>
<tr>
<td>654-1056</td>
<td>1-3/4&quot;</td>
</tr>
<tr>
<td>654-1057</td>
<td>1-7/8&quot;</td>
</tr>
<tr>
<td>654-1058</td>
<td>2&quot;</td>
</tr>
<tr>
<td>654-1061</td>
<td>2-1/4&quot;</td>
</tr>
<tr>
<td>654-1062</td>
<td>2-1/2&quot;</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Part#</th>
<th>Size</th>
</tr>
</thead>
<tbody>
<tr>
<td>654-1064</td>
<td>2&quot;</td>
</tr>
<tr>
<td>654-1065</td>
<td>2-1/8&quot;</td>
</tr>
<tr>
<td>654-1066</td>
<td>2-1/4&quot;</td>
</tr>
<tr>
<td>654-1068</td>
<td>2-1/2&quot;</td>
</tr>
<tr>
<td>654-1070</td>
<td>2-3/4&quot;</td>
</tr>
<tr>
<td>654-1072</td>
<td>3&quot;</td>
</tr>
<tr>
<td>654-1074</td>
<td>3-1/2&quot;</td>
</tr>
</tbody>
</table>

FORD & FERGUSON MUFFLER CLAMP KIT

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>654-1189</th>
</tr>
</thead>
<tbody>
<tr>
<td>FOR MODELS: FORD 2N, 8N, 9N, MASSEY TO 20, 30.</td>
<td></td>
</tr>
<tr>
<td>CONTAINS: 2 CLAMPS, 2 NUTS, 2 BOLTS &amp; LOCKWASHERS</td>
<td></td>
</tr>
</tbody>
</table>

MODERN AG PRODUCTS, LTD.

TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910
WWW.MODERNAGPARTS.COM
Please order in multiples of 10

#53 Miniature Lamp
Application: Indicator, instrument

#57 Miniature Lamp
Application: Indicator, instrument, marker

#67 Miniature Lamp
Application: license, park, marker

#1156 Miniature Lamp
Application: heavy duty turn signal

#1073 Miniature Lamp
Same picture as 752-4504. Dimensions not available

#1157 Miniature Lamp
Application: heavy duty turn signal, park

#1895 Miniature Lamp
Application: heavy duty marker, instrument, indicator

---

**Tractor Lights**

Heavy Duty Rectangular Halogen Tractor Lamp

**Features:**
- Longer bulb life, 400 hr. Average
- Easily replaceable beam
- 12 Volt- 50 watt
- Adjustable
- Extra large 4” x 6”
- Easy swivel mount
- Field tested under extreme conditions
- Higher light output (up to 200,000 candle power)
- Lab tested to 6 g’s vibration
- Illuminates 60 ft. Wide implements

**Part No.**  **Description**
- 752-2001: Flood Light
- 752-2002: Trapezoid Light

---

**Modern Ag Products, Ltd.**

Toll-Free 1-888-404-8908 • Toll-Free Fax 1-888-404-8910

www.modernagparts.com
Tractor Lights
Halogen Rectangular Lights

PART NO. DESCRIPTION
752-2008 Trapezoid Light

3 X 5 Rectangular Halogen Sealed Beam Lamp

FEATURES:
Borosilicate glass lens resists cracking and warpage, and prevents distortion and lens discoloration. Sealed beam (12 volt - 50 watt) construction assures maximum lighting output by preventing contamination over the life of the lamp. Rust-resistant heavy-duty swivel mounting hardware. High-impact polypropylene lamp housing.

All Weather Housing Light 12V
• All-weather rubber housing cushions sealed beam
• Housing is rust-free, won’t scratch or dent.
• Multi-use housing accepts all par 36 halogen or standard sealed beam lamps.
• Fully adjustable bracket mounts easily and firmly on virtually any contour.

Part# 752-3705

Sealed Beam
752-4411 (Replaces 4411)
12 Volt Trapezoidal (Par 36)
Dia: 4-1/2", Terminal: 2 Screw

Features:
• Flood light pattern, with 90° vertical adjustment.
• Plastic cap on a large magnet base for scratch protection.
• Easily replaceable 55 watt halogen h-3 bulb.
• 12 Foot cord with cigarette light plug.
• 12vdc operation standard. Converts to 24vdc use by replacing existing bulb with 24v h-3 bulb.
• Two year limited warranty against manufacturer’s defects (except for bulb).

752-3322 Flood Beam Pattern
752-3323 Trapezoidal Utility Beam Pattern

Blazer 3 x 5 halogen mini tractor lights feature a polypropylene housing, and universal rear mounting. The lights are 12 volt with a 55 Watt H-3 halogen bulb.

752-3301 Flood Beam Pattern

752-4411 (Replaces 4411) 12 Volt Trapezoidal (Par 36) Dia: 4-1/2", Terminal: 2 Screw

Blazer 4 x 6 halogen tractor lights feature a corrosion resistant molded housing with face guards, and heavy duty adjustable mounting hardware for easy installation. The lights are 12 volt with a 55 watt h-3 halogen bulb. Made for use on all implement vehicles.

752-3405 Replacement Halogen Bulb #H-3, 12V-55W

3 X 5 Halogen W/Built-Switch
• Specifications: 12 VDC • 50 Watts
• Adjustable easy swivel mount
• Shock & vibration resistant
• High-intensity lamp (not legal for street use)
• Heavy-duty, rust resistant mounting bracket
• Available only in 3X5 Flood

752-2005 MFG NO. 77861-49

Magnetic Base Worklight
Service-Mate SM2262TM
Part# 752-4000

FOR OFF THE ROAD USE ONLY!
Safety Lights

MEETS DEPARTMENT OF TRANSPORTATION STANDARDS

The only towing package that really pulls its own weight featuring Brake Signals, Turn Signals, Tail Light, and Emergency Flashers all in one.

Towing Lights
752-5001 • ATL20A
For use in RV’s With car in tow, trailers, boats in bow & any general towing. Standard features include a powerful non-scratch magnetic base and 20’ cord & wiring harness with easy-to-use directions. 12 Volt system easily connects to any standard automobile lighting system in minutes.

Warning/Safety Light
752-5042
7/16” Hollow stud mounting w/2 amber lenses

ELECTRICAL SWITCHES

PULL SWITCH
PART NO.
374-2401
Off-On 15 Amps 12 Volt DC, Switch is “ON” when pulled out, 1/2” hole mount.

BRASS TOGGLE
PART NO.
374-2402
Heavy Duty rust proof, 20 amp On-Off for automotive, marine & RV applications.

HEAVY DUTY CHROME TOGGLE
PART NO.
374-2403
Die-cast body with extra long handle, 35 amp

Call 1-888-404-8908 to order today!

MODERN AG PRODUCTS, LTD.
TOLL-FREE 1-888-404-8908 • TOLL-FREE FAX 1-888-404-8910
WWW.MODERNAGPARTS.COM
Frost Plug Heaters
The most efficient type of engine heater available. Forged brass body; positive locking assembly, O ring seal, long life.

395-300 ...... 3/4" NPT, plug, 120V AC, 400W
395-302 ...... 1-1/2" dia. plug, 120V AC, 600W
395-304 ...... 1-3/4" dia. plug, 120V AC, 600W
395-306 ...... 2" dia. plug, 120V AC, 1000W
395-307 ...... 1-1/4" dia. plug, 120V AC, 750W
395-308 ...... 1-9/16" dia. plug, 120V AC, 400W
395-11609... 1-5/8 dia. plug, 120V AC, 600W

Tank Engine Heaters
- Corrosion resistant interior coating
- All parts included except heater hose
- 3-Wire heavy duty gauge
- Heat resistant cord
- Thermostatically controlled
- 16 Gauge steel constructed

395-201
120V AC, 1000W, 8.3 Amps, 16 - 25 qt. capacity
395-202
120V AC, 1500W, 12.5 Amps, 26 - 40 qt. capacity

Tank heaters install readily on most liquid cooled engines. Each heater is thermostatically controlled for maximum energy efficiency performance.

Magnetic Heaters
Can be used on oil pan, intake manifold, battery holder, engine block, for thawing frozen pipes, locks, etc. Heat output: 300° - 400°F.

395-100
110V AC, 200W, Heating Area: approx. 8 sq. inches.
395-101
110V AC, 300W, Heating Area: approx. 20 sq. inches.

Lower Radiator Hose Heaters
The lower radiator hose heater is a very efficient method of warming an engine. Designed for all night operation. This thermostatically controlled heaters will allow easy starting on the coldest winter morning.

395-400 ...... 120V AC, 600W for 1-1/4" dia hose
395-401 ...... 120V AC, 600W for 1-1/2" dia. hose
395-403 ...... 120V AC, 600W for 2" dia. hose.

Dip Stick Heater
- 90 Watts, 120 Volts, Length: 24"
- Stainless steel tubing, fits most oil stick openings of 1/4” or more.
- Heats oil & air in crankcase - economical to operate.

PART NO. 395-150
Battery Cables

(1 Gauge copper wire lead terminal)

PART NO. | Length
---|---
374-1281 | 10"
374-1282 | 14"
374-1283 | 17"
374-1284 | 19"
374-1285 | 24"
374-1286 | 27"
374-1287 | 31"
374-1288 | 34"
374-1289 | 38"
374-1290 | 42"
374-1291 | 46"
374-1292 | 53"
374-1293 | 58"
374-1294 | 65"
374-1295 | 72"

Starter to Switch

(2 Gauge)

PART NO. | Length
---|---
374-2409 | 9"
374-2415 | 15"
374-2438 | 38"
374-2444 | 44"

Clean Brush (Steel)

Post Cleaner

374-829

Contains 2 wire brushes, for battery posts and cable terminals.

“Super Cable” Extra Heavy Duty Jumper Cables 1 Ga.
- 25 ft. Booster Cables
- 800 AMP “Super Cable” Clamps
- Color Coded TPR Jacket
- Extra Flexible Stranding
- Phase Marked Color Coded Clamps
- Limited Lifetime Warranty

“Fleet” Extreme Heavy Duty Jumper Cables
- 500 AMP “Super Cable” Clamps
- Color Coded TPR Jacket
- Extra Flexible Stranding
- Phase Marked Color Coded Clamps
- Limited Lifetime Warranty

Battery Terminals & Battery Bolts

Solderless battery terminals
Gauge: 4. Sold 10 per card & priced each.

374-804

Heavy Duty-Universal
Emergency terminals for top post batteries
Gauge: 0. Sold 10 per card & priced each.

374-890

Emergency Type
Side mount with bolt size of 3/8”.
Sold 8 per card & priced each

374-838

Battery Bolts
Comes with nuts.
Measurements: 5/16- 18 x 1-1/4”
Sold 50 per bag & priced each.

374-801

Super Clamps
400 Amp super clamp vinyl coated, fully insulated color coded orange and black. One pair per package.

374-830

Booster Clamps
500 Amp booster cable clamp (1 pair per card)

374-2075

50 AMP Battery Clamps
Solid copper battery clamps complete with vinyl plastic handle guards. 50 AMPS. One pair in a clamshell

374-2144

Battery Terminals & Battery Bolts

Solderless battery terminals
Gauge: 4. Sold 10 per card & priced each.

374-804

Heavy Duty-Universal
Emergency terminals for top post batteries
Gauge: 0. Sold 10 per card & priced each.

374-890

Emergency Type
Side mount with bolt size of 3/8”.
Sold 8 per card & priced each

374-838

Battery Bolts
Comes with nuts.
Measurements: 5/16- 18 x 1-1/4”
Sold 50 per bag & priced each.

374-801

Battery Terminals & Battery Bolts

Solderless battery terminals
Gauge: 4. Sold 10 per card & priced each.

374-804

Heavy Duty-Universal
Emergency terminals for top post batteries
Gauge: 0. Sold 10 per card & priced each.

374-890

Emergency Type
Side mount with bolt size of 3/8”.
Sold 8 per card & priced each

374-838

Battery Bolts
Comes with nuts.
Measurements: 5/16- 18 x 1-1/4”
Sold 50 per bag & priced each.

374-801

Battery Terminals & Battery Bolts

Solderless battery terminals
Gauge: 4. Sold 10 per card & priced each.

374-804

Heavy Duty-Universal
Emergency terminals for top post batteries
Gauge: 0. Sold 10 per card & priced each.

374-890

Emergency Type
Side mount with bolt size of 3/8”.
Sold 8 per card & priced each

374-838

Battery Bolts
Comes with nuts.
Measurements: 5/16- 18 x 1-1/4”
Sold 50 per bag & priced each.

374-801

Battery Terminals & Battery Bolts

Solderless battery terminals
Gauge: 4. Sold 10 per card & priced each.

374-804

Heavy Duty-Universal
Emergency terminals for top post batteries
Gauge: 0. Sold 10 per card & priced each.

374-890

Emergency Type
Side mount with bolt size of 3/8”.
Sold 8 per card & priced each

374-838

Battery Bolts
Comes with nuts.
Measurements: 5/16- 18 x 1-1/4”
Sold 50 per bag & priced each.

374-801

Battery Terminals & Battery Bolts

Solderless battery terminals
Gauge: 4. Sold 10 per card & priced each.

374-804

Heavy Duty-Universal
Emergency terminals for top post batteries
Gauge: 0. Sold 10 per card & priced each.

374-890

Emergency Type
Side mount with bolt size of 3/8”.
Sold 8 per card & priced each

374-838

Battery Bolts
Comes with nuts.
Measurements: 5/16- 18 x 1-1/4”
Sold 50 per bag & priced each.
The basic wire for autos, trucks and numerous other wiring projects. Vividly colored vinyl insulation of flexible stranded copper.

**PART # | GAUGE | COLOR | FT PER SPOOL**
--- | --- | --- | ---
374-213 | 16 | RED | 100
374-223 | 16 | BLACK | 100
374-313 | 14 | RED | 100
374-323 | 14 | BLACK | 100
374-351 | 14 | GREEN | 20
374-371 | 14 | YELLOW | 20
374-413 | 12 | RED | 100
374-423 | 12 | BLACK | 100
374-470 | 12 | YELLOW | 12

**Crimp Tool**
374-853

**Drop Lights**
Meets OSHA requirements for general use. Cord is constructed with extra flexible copper conductors. Oil, acid, abrasion resistant thermo-plastic jacket. Rubber handle with push thru switch. 3 Wire lite handles have one u-blade outlet. UL type cord and replaceable parts used.
Bussman is the largest fuse manufacturer in the world, with more than 20,000 different catalog numbers. These consist of fuses and accessories for industrial, commercial, automotive, residential, electronic, agricultural, marine, and aerospace applications. As the leader in circuit protection technology no other company offers a product line as complete as Bussman's.

### AGC Glass Fuses

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
<th>PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-2901</td>
<td>AGC-1 GLASS FUSE</td>
<td>$0.97</td>
</tr>
<tr>
<td>374-2902</td>
<td>AGC-10 GLASS FUSE</td>
<td>$1.52</td>
</tr>
<tr>
<td>374-2903</td>
<td>AGC-1 1/2 GLASS FUSE</td>
<td>$0.71</td>
</tr>
<tr>
<td>374-2904</td>
<td>AGC-15 GLASS FUSE</td>
<td>$1.98</td>
</tr>
<tr>
<td>374-2905</td>
<td>AGC-2 GLASS FUSE</td>
<td>$1.98</td>
</tr>
<tr>
<td>374-2906</td>
<td>AGC-20 GLASS FUSE</td>
<td>$1.98</td>
</tr>
<tr>
<td>374-2907</td>
<td>AGC-25 GLASS FUSE</td>
<td>$1.98</td>
</tr>
<tr>
<td>374-2908</td>
<td>AGC-30 GLASS FUSE</td>
<td>$1.98</td>
</tr>
<tr>
<td>374-2909</td>
<td>AGC-3 GLASS FUSE</td>
<td>$1.60</td>
</tr>
<tr>
<td>374-2910</td>
<td>AGC-5 GLASS FUSE</td>
<td>$1.60</td>
</tr>
<tr>
<td>374-2911</td>
<td>AGC-6 GLASS FUSE</td>
<td>$1.60</td>
</tr>
</tbody>
</table>

### SFE Glass Fuses

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
<th>PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-2970</td>
<td>SFE-14 GLASS FUSE(5)</td>
<td>$2.67</td>
</tr>
<tr>
<td>374-2971</td>
<td>SFE-20 GLASS FUSE</td>
<td>$1.66</td>
</tr>
<tr>
<td>374-2974</td>
<td>SFE-7 1/2 GLASS FUSE</td>
<td>$0.50</td>
</tr>
</tbody>
</table>

### ATC Blade Fuses

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
<th>PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-2930</td>
<td>ATC-10 BLADE FUSE</td>
<td>$1.24</td>
</tr>
<tr>
<td>374-2931</td>
<td>ATC-15 BLADE FUSE</td>
<td>$1.24</td>
</tr>
<tr>
<td>374-2932</td>
<td>ATC-20 BLADE FUSE</td>
<td>$1.24</td>
</tr>
<tr>
<td>374-2933</td>
<td>ATC-25 BLADE FUSE</td>
<td>$1.24</td>
</tr>
<tr>
<td>374-2935</td>
<td>ATC-30 BLADE FUSE</td>
<td>$1.24</td>
</tr>
<tr>
<td>374-2937</td>
<td>ATC-5 BLADE FUSE</td>
<td>$1.24</td>
</tr>
</tbody>
</table>
### ATM Blade Fuses

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
<th>PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-2940</td>
<td>ATM-10 BLADE FUSE</td>
<td>$1.61</td>
</tr>
<tr>
<td>374-2941</td>
<td>ATM-15 BLADE FUSE</td>
<td>$1.61</td>
</tr>
<tr>
<td>374-2942</td>
<td>ATM-2 BLADE FUSE</td>
<td>$1.61</td>
</tr>
<tr>
<td>374-2943</td>
<td>ATM-20 BLADE FUSE</td>
<td>$1.61</td>
</tr>
<tr>
<td>374-2944</td>
<td>ATM-25 BLADE FUSE</td>
<td>$1.61</td>
</tr>
<tr>
<td>374-2946</td>
<td>ATM-30 BLADE FUSE</td>
<td>$1.61</td>
</tr>
<tr>
<td>374-2947</td>
<td>ATM-4 BLADE FUSE</td>
<td>$1.61</td>
</tr>
<tr>
<td>374-2948</td>
<td>ATM-5 BLADE FUSE</td>
<td>$1.61</td>
</tr>
<tr>
<td>374-2949</td>
<td>ATM-7 1/2 BLADE FUSE</td>
<td>$1.61</td>
</tr>
</tbody>
</table>

### Max Blade Fuses

<table>
<thead>
<tr>
<th>PART NO.</th>
<th>DESCRIPTION</th>
<th>PRICE</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-2960</td>
<td>MAX-20 BLADE FUSE</td>
<td>$4.24</td>
</tr>
<tr>
<td>374-2961</td>
<td>MAX-30 BLADE FUSE</td>
<td>$4.24</td>
</tr>
<tr>
<td>374-2962</td>
<td>MAX-40 BLADE FUSE</td>
<td>$4.24</td>
</tr>
<tr>
<td>374-2963</td>
<td>MAX-50 BLADE FUSE</td>
<td>$4.24</td>
</tr>
<tr>
<td>374-2964</td>
<td>MAX-60 BLADE FUSE</td>
<td>$4.24</td>
</tr>
</tbody>
</table>

### Connectors

#### Butt Connectors

**PVC Crimp Butt Connectors**

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Wire Size/Color</th>
<th>Qty.</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13101</td>
<td>18-22 ga - red</td>
<td>22</td>
<td>$4.37</td>
</tr>
<tr>
<td>374-13102</td>
<td>14-16 ga - blue</td>
<td>21</td>
<td>$3.40</td>
</tr>
<tr>
<td>374-13103</td>
<td>10-12 ga - Yellow</td>
<td>15</td>
<td>$4.37</td>
</tr>
</tbody>
</table>

#### Quick Splice Connectors

**PVC Quick Splices**

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Wire Size/Color</th>
<th>Qty.</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13125</td>
<td>14-18 ga - blue</td>
<td>5</td>
<td>$4.37</td>
</tr>
</tbody>
</table>

#### Bullet Terminals

**PVC Crimp Bullet Terminals**

<table>
<thead>
<tr>
<th>Part#</th>
<th>Wire Size/Color</th>
<th>Type</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13121</td>
<td>14-16 ga - blue</td>
<td>Female</td>
<td>7</td>
</tr>
<tr>
<td>374-13122</td>
<td>14-16 ga - blue</td>
<td>Male</td>
<td>20</td>
</tr>
</tbody>
</table>

#### Disconnect Terminals

**PVC Crimp Disconnect Terminals. 1/4” tab (6.4 mm)**

<table>
<thead>
<tr>
<th>Part#</th>
<th>Wire Size/Color</th>
<th>Type</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13115</td>
<td>18-22 ga - red</td>
<td>Female</td>
<td>21</td>
</tr>
<tr>
<td>374-13116</td>
<td>14-16 ga - blue</td>
<td>Female</td>
<td>20</td>
</tr>
<tr>
<td>374-13117</td>
<td>10-12 ga - Yellow</td>
<td>Female</td>
<td>16</td>
</tr>
<tr>
<td>374-13118</td>
<td>18-22 ga - red</td>
<td>Male</td>
<td>18</td>
</tr>
<tr>
<td>374-13119</td>
<td>14-16 ga - blue</td>
<td>Male</td>
<td>18</td>
</tr>
<tr>
<td>374-13120</td>
<td>10-12 ga - Yellow</td>
<td>Male</td>
<td>16</td>
</tr>
</tbody>
</table>

#### Ring Terminals

**PVC Crimp Ring Terminals**

<table>
<thead>
<tr>
<th>Part#</th>
<th>Wire Size/Color</th>
<th>Stud Size</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13104</td>
<td>18-22 ga - red</td>
<td>#10 (5.3mm)</td>
<td>21</td>
</tr>
<tr>
<td>374-13105</td>
<td>14-16 ga - blue</td>
<td>1/4” (6.4mm)</td>
<td>17</td>
</tr>
<tr>
<td>374-13106</td>
<td>14-16 ga - blue</td>
<td>#8 (4.3mm)</td>
<td>22</td>
</tr>
<tr>
<td>374-13107</td>
<td>14-16 ga - blue</td>
<td>#10 (5.3mm)</td>
<td>21</td>
</tr>
<tr>
<td>374-13108</td>
<td>10-12 ga - Yellow</td>
<td>1/4” (6.4mm)</td>
<td>14</td>
</tr>
<tr>
<td>374-13110</td>
<td>10-12 ga - Yellow</td>
<td>3/8” (10.5mm)</td>
<td>13</td>
</tr>
</tbody>
</table>

#### Spade Terminals

**PVC Crimp Spade Terminals**

<table>
<thead>
<tr>
<th>Part#</th>
<th>Wire Size/Color</th>
<th>Stud Size</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13111</td>
<td>18-22 ga - red</td>
<td>#8 (4.3mm)</td>
<td>20</td>
</tr>
<tr>
<td>374-13112</td>
<td>14-16 ga - blue</td>
<td>#8 (4.3mm)</td>
<td>20</td>
</tr>
<tr>
<td>374-13113</td>
<td>14-16 ga - blue</td>
<td>#10 (5.3mm)</td>
<td>20</td>
</tr>
</tbody>
</table>

#### PVC Crimp Butt Connectors

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Wire Size/Color</th>
<th>Qty.</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13101</td>
<td>18-22 ga - red</td>
<td>22</td>
<td>$4.37</td>
</tr>
<tr>
<td>374-13102</td>
<td>14-16 ga - blue</td>
<td>21</td>
<td>$3.40</td>
</tr>
<tr>
<td>374-13103</td>
<td>10-12 ga - Yellow</td>
<td>15</td>
<td>$4.37</td>
</tr>
</tbody>
</table>

#### PVC Quick Splices

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Wire Size/Color</th>
<th>Qty.</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13125</td>
<td>14-18 ga - blue</td>
<td>5</td>
<td>$4.37</td>
</tr>
</tbody>
</table>

#### PVC Crimp Ring Terminals

<table>
<thead>
<tr>
<th>Part#</th>
<th>Wire Size/Color</th>
<th>Stud Size</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13104</td>
<td>18-22 ga - red</td>
<td>#10 (5.3mm)</td>
<td>21</td>
</tr>
<tr>
<td>374-13105</td>
<td>14-16 ga - blue</td>
<td>1/4” (6.4mm)</td>
<td>17</td>
</tr>
<tr>
<td>374-13106</td>
<td>14-16 ga - blue</td>
<td>#8 (4.3mm)</td>
<td>22</td>
</tr>
<tr>
<td>374-13107</td>
<td>14-16 ga - blue</td>
<td>#10 (5.3mm)</td>
<td>21</td>
</tr>
<tr>
<td>374-13108</td>
<td>10-12 ga - Yellow</td>
<td>1/4” (6.4mm)</td>
<td>14</td>
</tr>
<tr>
<td>374-13110</td>
<td>10-12 ga - Yellow</td>
<td>3/8” (10.5mm)</td>
<td>13</td>
</tr>
</tbody>
</table>

#### PVC Crimp Spade Terminals

<table>
<thead>
<tr>
<th>Part#</th>
<th>Wire Size/Color</th>
<th>Stud Size</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13111</td>
<td>18-22 ga - red</td>
<td>#8 (4.3mm)</td>
<td>20</td>
</tr>
<tr>
<td>374-13112</td>
<td>14-16 ga - blue</td>
<td>#8 (4.3mm)</td>
<td>20</td>
</tr>
<tr>
<td>374-13113</td>
<td>14-16 ga - blue</td>
<td>#10 (5.3mm)</td>
<td>20</td>
</tr>
</tbody>
</table>

#### PVC Crimp Butt Connectors

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Wire Size/Color</th>
<th>Qty.</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13101</td>
<td>18-22 ga - red</td>
<td>22</td>
<td>$4.37</td>
</tr>
<tr>
<td>374-13102</td>
<td>14-16 ga - blue</td>
<td>21</td>
<td>$3.40</td>
</tr>
<tr>
<td>374-13103</td>
<td>10-12 ga - Yellow</td>
<td>15</td>
<td>$4.37</td>
</tr>
</tbody>
</table>

#### PVC Quick Splices

<table>
<thead>
<tr>
<th>Part No.</th>
<th>Wire Size/Color</th>
<th>Qty.</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13125</td>
<td>14-18 ga - blue</td>
<td>5</td>
<td>$4.37</td>
</tr>
</tbody>
</table>

#### PVC Crimp Ring Terminals

<table>
<thead>
<tr>
<th>Part#</th>
<th>Wire Size/Color</th>
<th>Stud Size</th>
<th>Qty</th>
</tr>
</thead>
<tbody>
<tr>
<td>374-13104</td>
<td>18-22 ga - red</td>
<td>#10 (5.3mm)</td>
<td>21</td>
</tr>
<tr>
<td>374-13105</td>
<td>14-16 ga - blue</td>
<td>1/4” (6.4mm)</td>
<td>17</td>
</tr>
<tr>
<td>374-13106</td>
<td>14-16 ga - blue</td>
<td>#8 (4.3mm)</td>
<td>22</td>
</tr>
<tr>
<td>374-13107</td>
<td>14-16 ga - blue</td>
<td>#10 (5.3mm)</td>
<td>21</td>
</tr>
<tr>
<td>374-13108</td>
<td>10-12 ga - Yellow</td>
<td>1/4” (6.4mm)</td>
<td>14</td>
</tr>
<tr>
<td>374-13110</td>
<td>10-12 ga - Yellow</td>
<td>3/8” (10.5mm)</td>
<td>13</td>
</tr>
</tbody>
</table>
NEW! From Performance Tools

5 & 10 Gallon Air Tanks

- 125 PSI Maximum Pressure
- Light-weight, portable with handle for easy transport
- Safety pressure bypass valve with manual override
- On-Off air adjustment dial
- Industrial grade air hose with standard tire air chuck
- Hi-viz color for added visibility
- Packaged in color display box

Map No. Mfg.No. Description
800-109..... W10005 ......5 Gallon Air Tank
800-110..... W10011 ......10 Gallon Air Tank
800-105..... W10057 ......4’ Replacement Hose
800-111..... W10056 ......Brass Tank Manifold
800-112..... W10055 ......Air Tank Gauge

NEW! Air Hose Reels

- 25’ 300 PSI air hose on reel
- Industrial grade reel includes 3/8”NPT x 25’ Hose
- Maximum 300 PSI working pressure
- Spring powered auto rewind makes hose return a snap

Part# 308-1426 (M608)

NEW! Air Hose & Reel 50’ Auto Rewind

- 50’ 300 PSI 3/8” rubber air hose with 1/4” NPT fitting.
- Four direction rollers
- Position latching mechanism locks at desired length
- Permanently lubricated all brass main shaft
- Narrow width for easy storage
- Cold-rolled steel with powdered coated finish

Part# 308-1429 (M619)

NEW! Air Hose On Reel

- 50’ 300 PSI 3/8” Air Hose
- All brass */ NPT 360 swivel valve
- Includes 3’ lead supply hose with swivel valve
- Easy crank handle with spring tension brake
- Reel can hold up to 100’ of 3/8” hose

Part# 308-1427 (M610)

NEW! Air Hose On Reel

- 300 PSI 3/8” air hose, 1/4” NPT 360 degree swivel valve.
Blow Gun
Quick snap-on connections to the air chuck. Air blast controlled by handle grip. Meets OSHA standards. 7" Nozzle. Zinc plated finish.

Lever Blo-Gun, 1/4" NPT Air Inlet, With Rubber Tip.
For positive leak-proof connection when blowing out any fluid lines. A must where metal tip could mar delicate finish in molds or fresh pain.

Milton Adjustable Pocket Blo-Gun
E-z-grip two finger air control adjusts from a mere whisper to full volume air flow. Specially designed knurled tip allows secure handling, even with oily or greasy hands. Maximum inlet pressure 150 PSI. For all Milton m style or any 1/4" basic size industrial coupler body.

Milton Blo-Gun With 4' Or 2' Extension
Blo-gun with 4' or 2' aluminum extension, includes 2 nozzles. Safety and non-safety rubber tip.

Full Flow Milton Safety Lever Blo-Gun
Lever easily controls air flow
A precision instrument with hundreds of automotive and industrial uses-rugged construction for extra service-used in small or large industrial plants, airports, service stations or garages.

Air Hoses

Milton Siphon Spray Blo-Gun
Degrease engines and parts, spray livestock, plants and flowers, clean walls, grease bay and driveways, rustproof tools and machinery.

Air Hoses

308-1424
Dia: 3/8" / Length: 25ft. / Working Pressure: 300

308-1425
Dia: 3/8" / Length: 50ft / Working Pressure: 300
**Tire Valve & Core Stems**

**Milton Brass Valve Extensions**

"Valve pin" type design allows complete servicing! Check pressure, inflate & deflate. Threaded for valve caps...and/or use with locks for expensive wheel covers. 1-1/4" effective length 4 per card 10 card per box.

**Milton Valve Cores**

Positive seal with fast inflation & guaranteed airtight. Five per card / 10 cards per box

**Milton Hi-Performance Tire Valve**

That custom look for mag wheels, aluminum wheels, exposed wheels, and reverse chrome wheels. Tire valve comes with two grommets, for large or small rim hole size. One per card / 10 box.

**Milton Tubeless Tire Valves**

"Snap-in" type construction for easy installation. Finest quality. Ensures greater safety and is ozone resistant rubber.

<table>
<thead>
<tr>
<th>Part No</th>
<th>TR#</th>
<th>Rim Hole Dia</th>
<th>Effective Length</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>811-413</td>
<td>TR413</td>
<td>0.453&quot;</td>
<td>1-1/4&quot;</td>
<td>$3.23</td>
</tr>
<tr>
<td>811-415</td>
<td>TR415</td>
<td>5/8&quot;</td>
<td>1-1/4&quot;</td>
<td>$3.53</td>
</tr>
<tr>
<td>811-418</td>
<td>TR418</td>
<td>0.453&quot;</td>
<td>2&quot;</td>
<td>$3.76</td>
</tr>
<tr>
<td>811-425</td>
<td>TR425</td>
<td>5/8&quot;</td>
<td>2&quot;</td>
<td>$4.20</td>
</tr>
</tbody>
</table>

**Valve Cap**

Valve cap, screw driver type, brass; nickel plated. 10 cards per box priced per card of 5

**Valve Cap**

Valve cap, dome type, plastic. 10 cards per box priced per card of 5

---

**Valve Accessories**

**Milton Valve Repair Tool**

The 4 in 1 Tool For Valve Stem And Core!

Look...Retreads inside and outside of valve stem... Insert, tighten or remove valve core (with guide which slips over stem)..."Easy-out" to remove core if shoulders are broken off. All steel, plated to resist corrosion.

**Milton Tube Deflator & Core Remover**

The 2 in 1 tool...Deflator on one end; threaded i.D. Enables attachment to valve stem...Valve core wrench on the other end, to insert and tighten or remove core.

**TR128A Tractor Valve**

New Design Fast-Flow

For road grader and tractor tubes. Base prepared for electric or chemical application to tube base 3-1/4" length 1-27/32" (individually carded for display 5 cards per box. TR LN-10 rim nut fits new and old style air/water

**Rim Nut**

(10 per envelope) TR CH-3 replacement core housing complete with valve

**Core and Cap**

Fits fast flow tractor valves (S462-TR-218A) Packed 2 per card 10 cards per box

**Replacement Core Housing**

TR CH-1 replacement core housing complete with valve core and cap fits old style air/water tractor valves. Packed 2 per card 10 cards per box
**Milton Air/Water Adapter Kit**
Fast flow, complete with 2 extra bushing 467 and 468 to fit all air/water valves in use today. Connect garden hose to tire valves for filling tires with liquid. Packed one kit per card. 5 Cards per box.

**Milton Tubeless Air-Liquid Valve**
Clamp-in tubeless valve for farm tractor and road grader tires. Fast filling, large bore type. Complete with milton no. S464 core housing. 5 per box.

**Clamp-In Tubeless Tire Valves**
Recommended where tire pressures exceed 45 P.S.I. 470 (TR416) universal. Rubber grommets fit. 453" or 5/8" rim holes. 5 Per box.

**Rim Bushing for Tube Type Tire Valves**
For passenger cars, motorcycles, light trucks and industrial vehicles. 2-1/4" Base. Apply hot or cold. Rim bushing for tube valves reduces .625" (5/8") Hole dia. To .453" Size 100 per box.

**Tank Valves & Safety Valves**
Tank valve 1/8" NPT Male. Skin pack 2 per individual card. Priced per card.

**Tank Valves & Safety Valves**
Tank valve 1/8" NPT Male. Skin pack 2 per individual card. Priced per card.

**Milton Tank Conversion Kit**
Make your empty freon tanks in to usable or salable air tanks. Do it yourself. No special tools required. Complete parts kit contains: filler valve assembly, air hose assembly, chuck and 4-way manifold.

**Milton Brass Hose Ends**
- 811-600 ....Male Hose End 1/4" I.D. Hose X 1/4" N.P.T.
- 811-602 ....Male Hose End 3/8" I.D. Hose X 1/4" N.P.T.
- 811-603 ....Male Hose End 3/8" I.D. X 3/8" N.P.T.

Skin pack 2 per individual card priced per card.

**Milton Brass Hose Menders**
- 811-640 ........ 1/4" I.D. Hose Both Ends
- 811-642 ........ 3/8" I.D. Hose Both Ends
- 811-6421 ....... 1/2" I.D. Hose Both Ends

Skin pack 2 per individual card priced per card.

**Air Chucks**

**811-690**
Dual head chuck
1/4" female NPT designed and manufactured to exacting standards.

**811-693**
Dual Straight Foot Head Air Chuck
Straight foot air chuck with lock on threads both ends. 30° reverse chuck angle for outside dual. Sealing type, for end of airline... Not for use with Milton inflator gauge. 1/4" female NPT.

**811-699**
Female air chuck 1/4" NPT.

**811-692**
Safety grip chuck clip only. Fits all standard single head chucks.

**811-698**
Chuck clip with female air chuck 1/4" NPT.
**Milton "Kwik-Change" "P" Style Coupler**

3/8" Basic size tru-flate/parker style interchange series. Coupler bodies are heavy duty case hardened steel and treated to resist rust. Skin pak 2 per individual card priced per card.

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>811-1805</td>
<td>3/8&quot; N.P.T. Female Body, Milton #1805</td>
<td>$16.65</td>
</tr>
<tr>
<td>811-1807</td>
<td>3/8&quot; N.P.T. Male Plug, Milton #1807</td>
<td>$6.71</td>
</tr>
<tr>
<td>811-1808</td>
<td>3/8&quot; N.P.T. Female Plug, Milton #1808</td>
<td>$7.65</td>
</tr>
</tbody>
</table>

**1/4" Basic Size - 3 Way Couplers**

Accepts the three most popular 1/4" basic style plugs sold in U.S. Rust resistant—made of heavy duty brass. Push type—body engages automatically. Drag guard virtually eliminates accidental disconnection, ideal when customers are unsure what coupler or plug they need.

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>811-745</td>
<td>1/4&quot; N.P.T. Female Body, Milton #745</td>
<td>$15.03</td>
</tr>
<tr>
<td>811-746</td>
<td>1/4&quot; N.P.T. Male, Milton #745</td>
<td>$15.25</td>
</tr>
</tbody>
</table>

**Milton "Kwik-Change" "M" Couplers**

Used with all air operated equipment such as: blow guns, tire inflators, paint sprayers, air hammers, air drills, greasing equipment, oil sprays, retreading and vulcanizing equipment.

<table>
<thead>
<tr>
<th>Model</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>811-711</td>
<td>Kwik change coupler assembly (No 715 body and 727 plug 1/4&quot; N.P.T. Female and 1/4&quot; N.P.T. male)</td>
<td>$9.84</td>
</tr>
<tr>
<td>811-715</td>
<td>1/4&quot; N.P.T. female coupler body</td>
<td>$8.10</td>
</tr>
<tr>
<td>811-716</td>
<td>1/4&quot; N.P.T. male coupler body</td>
<td>$8.10</td>
</tr>
<tr>
<td>811-727</td>
<td>1/4&quot; N.P.T. male coupler plug</td>
<td>$3.60</td>
</tr>
<tr>
<td>811-728</td>
<td>1/4&quot; N.P.T. female coupler plug</td>
<td>$3.83</td>
</tr>
</tbody>
</table>
AIR HOSE FITTINGS - Couplers

**Milton “Kwik-Change” “A” Couplers**
Designed to interchange with aro style couplers 1/4” basic size*push type-plug engages automatically*steel body-with hardened steel plugs. Rugged, durable.

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>811-775</td>
<td>1/4&quot; N.P.T. Female “A” Coupler Plug, Milton #775</td>
<td>$10.40</td>
</tr>
<tr>
<td>811-777</td>
<td>1/4&quot; N.P.T. Male “A” Coupler Plug, Milton #777</td>
<td>$3.92</td>
</tr>
</tbody>
</table>

**Milton “Kwik-Change” “T” Couplers**
Designed to interchange with tru-flare, Parker Hannifin Style couplers. 1/4" Basic size hardened steel plugs, rust resistant, maximum Air flow for 1/4" couplers.

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>811-783</td>
<td>1/4&quot; N.P.T. Male “T” Coupler Plug, Milton #783</td>
<td>$4.06</td>
</tr>
<tr>
<td>811-785</td>
<td>1/4&quot; N.P.T. Female “T” Coupler Plug, Milton #785</td>
<td>$9.00</td>
</tr>
</tbody>
</table>

**Milton “Kwik-Change” Lincoln Style Coupler**
1/4" basic size push type-plug engages automatically, steel body - with hardened steel plugs, rugged, durable.

<table>
<thead>
<tr>
<th>Code</th>
<th>Description</th>
<th>Price</th>
</tr>
</thead>
<tbody>
<tr>
<td>811-790</td>
<td>1/4&quot; N.P.T. Female body, Milton #790</td>
<td>$14.79</td>
</tr>
<tr>
<td>811-791</td>
<td>1/4&quot; N.P.T. Male Plug, Milton #791</td>
<td>$5.68</td>
</tr>
</tbody>
</table>

---

**Tire Gauge**

**Accu-Gage Precision Tire Gauge (Standard Model)**
Straight chuck individually boxed (6 Boxes in display)

- 0 To 100 P.S.I.
- 1 Lb. Graduations
- 2” Dial

- Code: 800-100
- Price: $36.29

**Dial-Type Gauge Lo-Pressure-Mid Range-Hi-Pressure**
Designed to stay accurate-rugged bronze bourdon tube-precision made, full geared brass movement. Large-easy to read dial. Unbreakable crystal. Tested before shipment-every gauge is tested and checked on master gauge prior to packaging-guaranteeing accuracy of the highest standards. Pressure is indicated on dial until release valve is depressed. 0-60 P.S.I.-In 1 lb. Increments. All with composite KPA/P.S.I. Scale.

- Code: 811-902
- Price: $16.26
Milton pencil type gauges provide the finest in accurate, long life, trouble free performance. Designed and constructed to provide the quality that means satisfaction in use and a level of excellence unsurpassed by any other manufacturer.

**MILTON 921**  
811-921

Milton radial and conventional passenger tire gauge, 2 sides 5 to 50 P.S.I. in 1 lb. increments and 2 sides kilo pascals (kpa) 40 to 350 in 10 KPA increments.

**MILTON 925**  
811-925

Tire gauges for bicycles, RV’s & trucks, 2 sides 20 to 120 P.S.I. in 2 lb. increments and 2 sides kilo pascals (KPA) 120 to 820 in 20 KPA increments.

**MILTON 927**  
811-927

Dual chuck truck tire gauge, 2 sides 20 to 120 p.S.I. in 2 lb. increments and 2 sides kilo pascals (KPA) 120 to 820 in 20 KPA increments.

**MILTON 928**  
811-928

Tractor tire gauge (for use on air/water filled tires) calibrated 2 sides from 5 to 50 lbs. In 1 lb. units and 2 sides Kilo pascals (KPA) 40 to 350 in 10 KPA increments.

**MILTON SERVICE GAUGES (10 TO 160 LBS.)**

Precision engineered to give you master gauge accuracy in a long life service gauge. Your choice... Standard dual-head chuck in short extension. Also, "jumbo" dual-head chuck with regular extension... All models with the same longer and stronger body...

**MILTON 976**  
811-976

EASY TO READ NYLON INDICATOR BAR
Calibrated two sides from 10 to 160 lbs. In 2 lb. units and two sides from 80 to 1100 Kilo pascals in 20 KPA units... Red marker

**MILTON 986**  
811-986

MILTON SERVICE GAUGE (10 TO 160 LBS.)
Straight Foot Dual Head Chuck for inner style duals. Milton precision engineered service gauge provide accurate, long life trouble free performance. Plated brass tube and four sided nylon indicator bar. Calibrated 2 sides 10 to 160 PSI, in 2 lbs. increments and 2 sides 80 to 1100 KPA, in 20 KP units.
SLOW - MOVING VEHICLE EMBLEMS

Emblems are 22 gauge galvanized steel emblems, decals, and mounting hardware meet all federal and state requirements.

**Part#**  **Description**
750-1  ...... SMV Steel Backed Emblem
750-4  ...... SMV Film Decal Emblem
750-2  ...... SMV Mounting Blade
750-3  ...... SMV Mounting Socket
750-5  ...... Pole Assembly
750-6  ...... SMV Plastic Backed Emblem

High Reflective
750-8  ...... High Reflective Steel Back Emblem
750-9  ...... High Reflective Film Decal Emblem
750-10   ...... High Reflective Plastic Back Emblem

*Plastic, Steel And Decal Emblems Are Packed And Sold 12 Per Carton*

**Part#**  **Description**
750-11 .... MODEL #10-CDR

SMV EMBLEM DISPLAY RACK

SMV Emblem Display Rack is easily assembled (24” X 6” X 32” high) and takes only 3 sq. feet of space.

Made from light weight, sturdy 3/8” aluminum rod. This display is sold alone. SMV emblems are sold separately.

**RACK WILL HOLD:**
10) 750-1 STEEL BACKED EMBLEM
6) 750-2 MOUNTING BRACKET
12) 750-3 SMV MOUNTING SOCKET
6) 750-4 FANNY FLAG SMV EMBLEM DECAL
4) 750-5 POLE ASSEMBLY

Duncan Spinner Knob

2 Ball bearings spin free and easy durable weatherproof post, aluminum knob for mittened hands, tall shaft for sure grip & added ease for power steering (12 Per display box)

**Part No.**
752-1

Spinneer Knob (Vinyl Covers-different colors)
752-953 .......... Spinner Knob black vinyl cover
752-954 .......... Spinner Knob yellow vinyl cover
752-955 .......... Spinner Knob green vinyl cover
752-956 .......... Spinner Knob blue vinyl cover
752-957 .......... Spinner Knob red vinyl cover